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When the DIC displays a message to
replace the engine air filter soon,
replace the engine air filter at the
earliest convenience.

The system must be reset after the
engine air filter is changed.

If the DIC displays a message to check
the engine air filter system, see your
dealer.

How to Reset the Engine Air
Filter Life System

To reset:

1. Place the vehicle in P (Park).

2. Display the Air Filter Life on the
DIC. See Driver Information Center
(DIC) (Base Level) 0 105 or
Driver Information Center (DIC)
(Uplevel) 0 108.

3. Press T on the steering wheel,
or press the trip odometer reset
stem if the vehicle does not have
DIC controls, to move to the Reset/
Disable display area. Select Reset,
then press the thumbwheel or
press the reset stem for several
seconds.

4. Press the thumbwheel or the reset
stem to confirm the reset.

Engine Air Cleaner/Filter
The engine air cleaner/filter is in the
engine compartment on the passenger
side of the vehicle. See Engine
Compartment Overview 0 270.

When to Inspect the Engine Air
Cleaner/Filter
. For intervals on changing and
inspecting the engine air filter, see
Maintenance Schedule 0 329.

. If equipped with Engine Air Filter
Life System, see Engine Air Filter Life
System 0 276.

. If driving in very dusty areas, follow
the engine air filter inspecting and
changing intervals, see Maintenance
Schedule 0 329.

How to Inspect/Replace the
Engine Air Cleaner/Filter

Do not start the engine or have the
engine running with the engine air
cleaner/filter housing open. Before
removing the engine air cleaner/filter,

make sure that the engine air cleaner/
filter housing and nearby components
are free of dirt and debris.

Do not clean the engine air cleaner/
filter or components with water or
compressed air.

To inspect or replace the air cleaner/
filter:

2.0L L4 Engine Shown, 2.7L L4 Engine
Similar

1. Remove the five screws on top of
the air cleaner/filter cover.

2. Lift the air/cleaner/filter cover away
from the air cleaner/filter housing.

3. Pull out the air cleaner/filter.
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{ Warning
If part replacement is necessary,
the part must be replaced with one
of the same part number or with an
equivalent part. Use of a
replacement part without the same
fit, form, and function may result in
personal injury or damage to the
vehicle.

4. Inspect or replace the air cleaner/
filter.

5. Reverse Steps 1–3 to reinstall the
air cleaner/filter cover.

6. If equipped, reset the engine air
filter life system after replacing the
engine air filter. See Engine Air
Filter Life System 0 276.

{ Warning
Operating the engine with the air
cleaner/filter off can cause you or
others to be burned. Use caution
when working on the engine. Do
not start the engine or drive the
vehicle with the air cleaner/filter
off, as flames may be present if the
engine backfires.

Caution
If the air cleaner/filter is off, dirt
can easily get into the engine,
which could damage it. Always have
the air cleaner/filter in place when
driving.

Cooling System
The cooling system allows the engine
to maintain the correct working
temperature.

2.0L L4 Engine

1. Engine Coolant Surge Tank and
Pressure Cap

2. Engine Cooling Fan (Out of View)
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2.7L L4 Engine

1. Engine Coolant Surge Tank and
Pressure Cap

2. Engine Cooling Fan (Out of View)
3. Cooling System Air Bleeder Cap

{ Warning
An underhood electric fan can start
up even when the engine is not
running and can cause injury. Keep
hands, clothing, and tools away
from any underhood electric fan.

{ Warning
Do not touch heater or radiator
hoses, or other engine parts. They
can be very hot and can burn you.
Do not run the engine if there is a
leak; all coolant could leak out.
That could cause an engine fire and
can burn you. Fix any leak before
driving the vehicle.

Engine Coolant

The cooling system in the vehicle is
filled with DEX-COOL engine coolant.
See Maintenance Schedule 0 329 and
Recommended Fluids and Lubricants
0 337.

The following explains the cooling
system and how to check and add
coolant when it is low. If there is a
problem with engine overheating, see
Engine Overheating 0 283.

What to Use

{ Warning
Do not touch heater or radiator
hoses, or other engine parts. They
can be very hot and can burn you.
Do not run the engine if there is a
leak; all coolant could leak out.
That could cause an engine fire and
can burn you. Fix any leak before
driving the vehicle.

Use a 50/50 mixture of clean
drinkable water and DEX-COOL
coolant. This mixture:
. Gives freezing protection down to

−37 °C (−34 °F), outside temperature.
. Gives boiling protection up to
129 °C (265 °F), engine temperature.

. Protects against rust and corrosion.

. Will not damage aluminum parts.

. Helps keep the proper engine
temperature.
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Caution
Do not use anything other than a
mix of DEX-COOL coolant that
meets GM Standard GMW3420 and
clean, drinkable water. Anything
else can cause damage to the
engine cooling system and the
vehicle, which would not be covered
by the vehicle warranty.

Never dispose of engine coolant by
putting it in the trash, pouring it on
the ground, or into sewers, streams,
or bodies of water. Have the coolant
changed by an authorized service
center, familiar with legal
requirements regarding used coolant
disposal. This will help protect the
environment and your health.

Checking Coolant

The vehicle must be on a level surface
when checking the coolant level.

It is normal to see coolant moving in
the upper coolant hose return line
when the engine is running. It is also
normal to see bubbles entering the
surge tank through the small hose.

Check to see if coolant is visible in the
coolant surge tank. If the coolant
inside the coolant surge tank is
boiling, do not do anything else until
it cools down.

If coolant is visible but the coolant
level is not at or above the indicated
mark, add a 50/50 mixture of clean
drinkable water and DEX-COOL
coolant.

Be sure the cooling system is cool
before this is done.

If no coolant is visible in the coolant
surge tank, add coolant as follows:

How to Add Coolant to the
Coolant Surge Tank

{ Warning
Spilling coolant on hot engine parts
can burn you. Coolant contains
ethylene glycol and it will burn if
the engine parts are hot enough.

{ Warning
Plain water, or other liquids such as
alcohol, can boil before the proper
coolant mixture will. With plain
water or the wrong mixture, the
engine could get too hot but there
would not be an overheat warning.
The engine could catch fire and you
or others could be burned.
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{ Warning
Steam and scalding liquids from a
hot cooling system are under
pressure. Turning the pressure cap,
even a little, can cause them to
come out at high speed and you
could be burned. Never turn the cap
when the cooling system, including
the pressure cap, is hot. Wait for
the cooling system and pressure
cap to cool.

Caution
Failure to follow the specific
coolant fill procedure could cause
the engine to overheat and could
cause system damage. If coolant is
not visible in the surge tank,
contact your dealer.

If no problem is found, check to see if
coolant is visible in the coolant surge
tank. If coolant is visible but the
coolant level is not at or above the
indicated mark, add a 50/50 mixture
of clean, drinkable water and
DEX-COOL coolant at the coolant

surge tank, but be sure the cooling
system, including the coolant surge
tank pressure cap, is cool before you
do it.

2.0L L4 Engine

Automatic Coolant Service Fill
Instructions

The vehicle is equipped with a service
feature that assists with filling and
removing air from the cooling system
after service of components or when
coolant is added after being to low.

To use this feature:

1. With a cold system, add coolant to
the indicated mark on the
surge tank.

2. Replace the pressure cap on the
surge tank.

3. Activate the service feature:

3.1. Connect the vehicle to a
battery charger.

3.2. Turn the ignition to Service
Mode. See Ignition Positions
0 204.

3.3. Turn off the air conditioning.

3.4. Set the parking brake.
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3.5. At the same time, press the
accelerator and the brake
pedal for two seconds, then
release.

3.6. At the end of the cycle, check
the coolant level in the surge
tank and add coolant if it is
below the indicated mark.
Turn the ignition off, allow the
Electronic Control Module
(ECM) to go to sleep, about
two minutes, and repeat
Steps 3.2 – 3.6.

Listen for pump activation and
movement of the control valves while
watching the level of the coolant in
the surge tank. If the tank empties,
turn the ignition off, carefully remove
the pressure cap, refill to the indicated
mark, replace the pressure cap, and
repeat steps 3.2 – 3.6.

The fill and air removal process will
run for approximately 15 minutes.

Caution
If the pressure cap is not tightly
installed, coolant loss and engine
damage may occur. Be sure the cap
is properly and tightly secured.

2.7L L4 Engine

Automatic Coolant Service Fill
Instructions

The vehicle is equipped with a service
feature that assists with filling and
removing air from the cooling system
after service of components or when
coolant is added after being to low.

To use this feature:

1. With a cold system unscrew the
cooling system air bleeder cap.
If coolant can be seen through the
bleeder move to Step 3.

2. Add coolant through the surge tank
until it is visible through the air
bleeder.

3. Replace the cooling system air
bleeder cap.

4. Add coolant to the indicated line
on the surge tank.

5. Replace the pressure cap on the
surge tank.

6. Activate the service feature:

6.1. Connect the vehicle to a
battery charger.

6.2. Turn the ignition to Service
Mode. See Ignition Positions
0 204.

6.3. Turn off the air conditioning.

6.4. Set the parking brake.

6.5. At the same time, press the
accelerator and the brake
pedal for two seconds, then
release.

6.6. At the end of the cycle, check
the coolant level in the surge
tank and add coolant if it is
below the indicated mark.
Turn the ignition off, carefully
remove the pressure cap, refill
to the indicated mark, replace
the pressure cap, and repeat
steps 6.2 – 6.6.

Listen for pump activation and
movement of the control valves while
watching the level of the coolant in
the surge tank. If the tank empties,
turn the ignition off, carefully remove
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the pressure cap, refill to the indicated
mark, replace the pressure cap, and
repeat steps 6.2 – 6.6.

The fill and air removal process will
run for approximately 15 minutes.

Caution
If the pressure cap is not tightly
installed, coolant loss and engine
damage may occur. Be sure the cap
is properly and tightly secured.

Engine Overheating
The vehicle has an indicator to warn
of the engine overheating.

If the decision is made not to lift the
hood when this warning appears, get
service help right away.

If the decision is made to lift the
hood, make sure the vehicle is parked
on a level surface.

Then check to see if the engine
cooling fan is running. If the engine is
overheating, the fan should be
running. If it is not, do not continue
to run the engine. Have the vehicle
serviced.

Caution
Do not run the engine if there is a
leak in the engine cooling system.
This can cause a loss of all coolant
and can damage the system and
vehicle. Have any leaks fixed
right away.

If Steam Is Coming from the
Engine Compartment

{ Warning
Steam and scalding liquids from a
hot cooling system are under
pressure. Turning the pressure cap,
even a little, can cause them to
come out at high speed and you
could be burned. Never turn the cap
when the cooling system, including
the pressure cap, is hot. Wait for
the cooling system and pressure
cap to cool.

If No Steam Is Coming from the
Engine Compartment

If an engine overheat warning is
displayed but no steam can be seen or
heard, the problem may not be too
serious. Sometimes the engine can get
a little too hot when the vehicle:
. Climbs a long hill on a hot day
. Stops after high-speed driving
. Idles for long periods in traffic

If the overheat warning is displayed
with no sign of steam:

1. Turn the air conditioning off.

2. Turn the heater on to the highest
temperature and to the highest fan
speed. Open the windows as
necessary.

3. When it is safe to do so, pull off
the road, shift to P (Park) or
N (Neutral) and let the engine idle.

If the overheat warning no longer
displays, the vehicle can be driven.
Continue to drive the vehicle slowly
for about 10 minutes. Keep a safe
vehicle distance from the vehicle in
front. If the warning does not come
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back on, continue to drive normally
and have the cooling system checked
for proper fill and function.

If the warning continues, pull over,
stop, and park the vehicle right away.

If there is no sign of steam, idle the
engine for three minutes while parked.
If the warning is still displayed, turn
off the engine until it cools down.

Washer Fluid

What to Use

When windshield washer fluid is
needed, be sure to read the
manufacturer's instructions before
use. If operating the vehicle in an area
where the temperature may fall below
freezing, use a fluid that has sufficient
protection against freezing.

Adding Washer Fluid

Open the cap with the washer symbol
on it. Add washer fluid until the tank
is full. See Engine Compartment
Overview 0 270 for reservoir location.

Caution
. Do not use washer fluid that
contains any type of water
repellent coating. This can cause
the wiper blades to chatter
or skip.

. Do not use engine coolant
(antifreeze) in the windshield
washer. It can damage the
windshield washer system and
paint.

. Do not mix water with
ready-to-use washer fluid. Water
can cause the solution to freeze
and damage the washer fluid
tank and other parts of the
washer system.

. When using concentrated washer
fluid, follow the manufacturer
instructions for adding water.

. Fill the washer fluid tank only
three-quarters full when it is very
cold. This allows for fluid

(Continued)

Caution (Continued)
expansion if freezing occurs,
which could damage the tank if
it is completely full.

Brakes
Disc brake linings have built-in wear
indicators that make a high-pitched
warning sound when the brake linings
are worn and new linings are needed.
The sound can come and go or can be
heard all the time when the vehicle is
moving, except when applying the
brake pedal firmly.

{ Warning
The brake wear warning sound
means that soon the brakes will not
work well. That could lead to a
crash. When the brake wear
warning sound is heard, have the
vehicle serviced.
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Caution
Continuing to drive with worn-out
brake linings could result in costly
brake repairs.

Some driving conditions or climates
can cause a brake squeal when the
brakes are first applied, clearing up
following several applications. This
does not mean something is wrong
with the brakes.

Properly torqued wheel nuts are
necessary to help prevent brake
pulsation. When tires are rotated,
inspect brake linings for wear and
evenly tighten wheel nuts in the
proper sequence to torque
specifications. See Capacities and
Specifications 0 342.

Brake pads should be replaced as
complete axle sets.

Brake Pedal Travel

See your dealer if the brake pedal does
not return to normal height, or if
there is a rapid increase in pedal
travel. This could be a sign that brake
service may be required.

Replacing Brake System Parts

Always replace brake system parts
with new, approved replacement parts.
If this is not done, the brakes may not
work properly. The braking
performance can change in many
ways if the wrong brake parts are
installed or if parts are improperly
installed.

Brake Pad Life System (If
Equipped)

When to Change Brake Pads

This vehicle has a system that
estimates the remaining life of the
front and rear brake pads. Brake pad
life is displayed in the Driver
Information Center (DIC), along with
a percentage for each axle. The system
must be reset every time the brake
pads are changed.

When the system has determined that
the brake pads need to be replaced, a
message will display, which may
include mileage remaining.

Brake pads should always be replaced
as complete axle sets.

How to Reset the Brake Pad Life
System

The system will automatically detect
when significantly worn brake pads
and sensors are replaced. When the
ignition is turned on after new pads
and sensors are installed, a message
will display. Follow the prompts to
reset the system.

The brake pad life system can also be
manually reset:

1. Display Brake Pad Life on the DIC.
See Driver Information Center (DIC)
(Base Level) 0 105 or
Driver Information Center (DIC)
(Uplevel) 0 108.

2. Press the thumbwheel. Select front
or rear pads as appropriate.

3. Select YES on the confirmation
message. Repeat for pads on the
other axle if they were also
replaced.

How to Disable the Brake Pad
Life System

The brake pad life system can be
turned off. This may be necessary if
aftermarket brake pads without wear
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sensors are installed. When the
system is turned off, the front and
rear brake pad life percentages will
not display. However, the built-in wear
indicators that make a high-pitched
warning sound when the brake pads
are worn can still determine when the
pads should be replaced. See Brakes
0 284.

To turn off the brake pad life system:

1. Display Brake Pad Life on the DIC.
See Driver Information Center (DIC)
(Base Level) 0 105 or
Driver Information Center (DIC)
(Uplevel) 0 108.

2. Select DISABLE.

To turn the brake pad life system back
on, follow the above steps but select
ENABLE in Step 2.

Brake Fluid

The brake master cylinder reservoir is
filled with GM approved DOT 4 brake
fluid as indicated on the reservoir cap.
See Engine Compartment Overview
0 270 for the location of the reservoir.

Checking Brake Fluid

With the vehicle in P (Park) on a level
surface, the brake fluid level should be
between the minimum and maximum
marks on the brake fluid reservoir.

There are only two reasons why the
brake fluid level in the reservoir may
go down:
. Normal brake lining wear. When
new linings are installed, the fluid
level goes back up.

. A fluid leak in the brake hydraulic
system. Have the brake hydraulic
system fixed. With a leak, the
brakes will not work well.

Always clean the brake fluid reservoir
cap and the area around the cap
before removing it.

Do not top off the brake fluid. Adding
fluid does not correct a leak. If fluid is
added when the linings are worn,
there will be too much fluid when
new brake linings are installed. Add or

remove fluid, as necessary, only when
work is done on the brake hydraulic
system.

{ Warning
If too much brake fluid is added, it
can spill on the engine and burn,
if the engine is hot enough. You or
others could be burned, and the
vehicle could be damaged. Add
brake fluid only when work is done
on the brake hydraulic system.

When the brake fluid falls to a low
level, the brake warning light comes
on. See Brake System Warning Light
0 99.

Brake fluid absorbs water over time
which degrades the effectiveness of
the brake fluid. Replace brake fluid at
the specified intervals to prevent
increased stopping distance. See
Maintenance Schedule 0 329.

What to Add

Use only GM approved DOT 4 brake
fluid from a clean, sealed container.
See Recommended Fluids and
Lubricants 0 337.
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{ Warning
The wrong or contaminated brake
fluid could result in damage to the
brake system. This could result in
the loss of braking leading to a
possible injury. Always use the
proper GM approved brake fluid.

Caution
If brake fluid is spilled on the
vehicle's painted surfaces, the paint
finish can be damaged. Immediately
wash off any painted surface.

Battery
The original equipment battery is
maintenance free. Do not remove the
cap and do not add fluid.

Refer to the replacement number
shown on the original battery label
when a new battery is needed.

The vehicle has an Absorbed Glass
Mat (AGM) 12-volt battery.
Installation of a standard 12-volt
battery will result in reduced 12-volt
battery life.

When using a 12-volt battery charger
on the 12-volt AGM battery, some
chargers have an AGM battery setting
on the charger. If available, use the
AGM setting on the charger, to limit
charge voltage to 14.8 volts.

For replacement of the battery, see
your dealer.

Stop/Start System

This vehicle has a Stop/Start system
to shut off the engine to help
conserve fuel. See Stop/Start System
0 206.

{ Warning
Do not use a match or flame near a
vehicle's battery. If you need more
light, use a flashlight.

Do not smoke near a vehicle's
battery.

When working around a vehicle’s
battery, shield your eyes with
protective glasses.

Keep children away from vehicle
batteries.

{ Warning
Batteries have acid that can burn
you and gas that can explode. You
can be hurt badly if you are not
careful.

Follow instructions carefully when
working around a battery.

Battery posts, terminals and related
accessories contain lead and lead
compounds which can cause cancer
and reproductive harm. Wash
hands after handling.
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Vehicle Storage

Infrequent Usage: Remove the black,
negative (−) cable from the battery to
keep the battery from running down.

Extended Storage: Remove the black,
negative (−) cable from the battery or
use a battery trickle charger.

All-Wheel Drive
If the vehicle is equipped with
All-Wheel-Drive (AWD), this is an
additional system that needs
lubrication.

Transfer Case

Under normal driving conditions,
transfer case fluid does not require
maintenance unless there is a fluid
leak or unusual noise. If required,
have the transfer case serviced by
your dealer.

Park Brake and P (Park)
Mechanism Check

{ Warning
When you are doing this check, the
vehicle could begin to move. You or
others could be injured and
property could be damaged. Make
sure there is room in front of the
vehicle in case it begins to roll. Be
ready to apply the regular brake at
once should the vehicle begin
to move.

Park on a fairly steep hill, with the
vehicle facing downhill. Keeping your
foot on the regular brake, set the
parking brake.
. To check the parking brake's
holding ability: With the engine
running and the transmission in
N (Neutral), slowly remove foot
pressure from the regular brake
pedal. Do this until the vehicle is
held by the parking brake only.

. To check the P (Park) mechanism's
holding ability: With the engine
running, shift to P (Park). Then
release the parking brake followed
by the regular brake.

Contact your dealer if service is
required.

Wiper Blade Replacement
Windshield wiper blades should be
inspected for wear and cracking. See
Maintenance Schedule 0 329.

Replacement blades come in different
types and are removed in different
ways. For proper type and length, see
Maintenance Replacement Parts 0 338.

Caution
Allowing the wiper arm to touch
the windshield when no wiper blade
is installed could damage the
windshield. Any damage that occurs
would not be covered by the vehicle
warranty. Do not allow the wiper
arm to touch the windshield.
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To replace the windshield wiper blade:

1. Pull the windshield wiper assembly
away from the windshield.

2. Lift up on the latch in the middle
of the wiper blade where the wiper
arm attaches.

3. With the latch open, pull the wiper
blade down toward the windshield
far enough to release it from the
J-hooked end of the wiper arm.

4. Remove the wiper blade.

5. Reverse Steps 1–3 for wiper blade
replacement.

Windshield Replacement

HUD System

The windshield is part of the HUD
system. If the windshield needs to be
replaced, be sure to get one that is
designed for HUD or the HUD image
may look out of focus.

Driver Assistance Systems

If the windshield needs to be replaced
and the vehicle is equipped with a
front camera sensor for the Driver
Assistance Systems, a GM
replacement windshield is
recommended. The replacement
windshield must be installed
according to GM specifications for
proper alignment. If it is not, these
systems may not work properly, they
may display messages, or they may
not work at all. See your dealer for
proper windshield replacement.

Acoustic Windshield

The vehicle is equipped with an
acoustic windshield. If the windshield
needs to be replaced be sure to get an

acoustic windshield so you will
continue to have the benefits an
acoustic windshield can provide.

Gas Strut(s)
This vehicle is equipped with gas
strut(s) to provide assistance in lifting
and holding open the hood/trunk/
liftgate system in full open position.

{ Warning
If the gas struts that hold open the
hood, trunk, and/or liftgate fail, you
or others could be seriously injured.
Take the vehicle to your dealer for
service immediately. Visually
inspect the gas struts for signs of
wear, cracks, or other damage
periodically. Check to make sure the
hood/trunk/liftgate is held open
with enough force. If struts are
failing to hold the hood/trunk/
liftgate, do not operate. Have the
vehicle serviced.



Cadillac CT4 Owner Manual (GMNA-Localizing-MidEast-14584375) - 2021 -
CRC - 8/27/20

290 VEHICLE CARE

Caution
Do not apply tape or hang any
objects from gas struts. Also do not
push down or pull on gas struts.
This may cause damage to the
vehicle.

See Maintenance Schedule 0 329.

Hood

Trunk

Liftgate

Headlamp Aiming

Front Headlamp Aiming
Headlamp aim has been preset and
should need no further adjustment.

If the vehicle is damaged in a crash,
the headlamp aim may be affected.
If adjustment to the headlamps is
necessary, see your dealer.

Bulb Replacement
For the proper type of replacement
bulbs, or any bulb changing procedure
not listed in this section, contact your
dealer.

Caution
Do not replace incandescent bulbs
with aftermarket LED replacement
bulbs. This can cause damage to
the vehicle electrical system.
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Halogen Bulbs

{ Warning
Halogen bulbs have pressurized gas
inside and can burst if you drop or
scratch the bulb. You or others
could be injured. Be sure to read
and follow the instructions on the
bulb package.

High Intensity Discharge
(HID) Lighting

{ Warning
The High Intensity Discharge (HID)
lighting system operates at a very
high voltage. If you try to service
any of the system components, you
could be seriously injured. Have
your dealer or a qualified technician
service them.

After an HID headlamp bulb has been
replaced, the beam might be a slightly
different shade than it was originally.
This is normal.

LED Lighting
This vehicle has several LED lamps.
For replacement of any LED lighting
assembly, contact your dealer.

Front Turn Signal Lamps

Uplevel

See your dealer for turn signal
replacement.

Base level

To replace one of these lamps:

1. Open the hood.

2. If your vehicle is equipped with a
beauty cover, remove the beauty
cover to get access to the bulb.

3. Turn the bulb socket
counterclockwise to remove it from
the headlamp assembly.

4. Unplug the electrical connector
from the bulb by releasing the clip
on the connector.

5. Replace the bulb and reverse
Steps 1–4 to reinstall.
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Electrical System

Electrical System Overload
The vehicle has fuses and circuit
breakers to protect against an
electrical system overload.

When the electrical load is too heavy
a circuit breaker opens, protecting the
circuit until overcurrent condition is
removed. This greatly reduces the
chance of circuit overload and fire
caused by electrical problems.

Fuses and circuit breakers protect
electrical devices in the vehicle.

Replace a blown or open fuse with a
new one of the identical size and
rating.

If there is a problem on the road and
a fuse needs to be replaced, the
same amperage fuse can be borrowed.
Choose some feature of the vehicle
that is not needed to use and replace
it as soon as possible.

Headlamp Wiring

An electrical overload may cause the
lamps to go on and off, or in some
cases to remain off. Have the
headlamp wiring checked right away if
the lamps go on and off or remain off.

Windshield Wipers

If the wiper motor overheats due to
heavy snow or ice, the windshield
wipers will stop. Wiper function is
available immediately after the wiper
switch is set to off, and back to on.

To protect the wiper motor from
overheating, the wipers may slow
down when the windshield is dry for a
long period of time. If a period of dry
operation, or little moisture, exceeds
10 minutes, the wipers may switch to
intermittent operation, and remain
there. When moisture is again
detected on the windshield, wiper
operation will return to the operator
selected speed.

Although the circuit is protected from
electrical overload, overload due to
heavy snow or ice may cause wiper

linkage damage. Always clear ice and
heavy snow from the windshield
before using the windshield wipers.

If the overload is caused by an
electrical problem and not snow or
ice, be sure to get it fixed.

Fuses and Circuit Breakers
The wiring circuits in the vehicle are
protected from short circuits by a
combination of fuses and circuit
breakers. This greatly reduces the
chance of damage caused by electrical
problems.

{ Danger
Fuses and circuit breakers are
marked with their ampere rating.
Do not exceed the
specified amperage rating when
replacing fuses and circuit breakers.
Use of an oversized fuse or circuit
breaker can result in a vehicle fire.
You and others could be seriously
injured or killed.
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{ Warning
Installation or use of fuses that do
not meet GM’s original fuse
specifications is dangerous. The
fuses could fail, and result in a fire.
You or others could be injured or
killed, and the vehicle could be
damaged.

See Accessories and Modifications
0 267 and
General Information 0 267.

To check a fuse, look at the
silver-colored band inside the fuse.
If the band is broken or melted,
replace the fuse. Be sure to replace a
bad fuse with a new one of the
identical size and rating.

Fuses of the same amperage can be
temporarily borrowed from another
fuse location, if a fuse goes out.
Replace the fuse as soon as possible.

Engine Compartment Fuse
Block
The engine compartment fuse block is
on the driver side of the engine
compartment.

Lift the fuse block cover to access the
fuses.

The vehicle may not be equipped with
all of the fuses and relays shown.

Caution
Spilling liquid on any electrical
component on the vehicle may
damage it. Always keep the covers
on any electrical component.
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Fuses Usage

1 Long range radar
front sensor

2 Park/Daytime
running lamps

3 Exterior lighting
module 4

4 Exterior lighting
module 7

5 Headlamp level

Fuses Usage

6 –

7 Electronic brake
control module

8 Washer pump

9 –

10 –

11 –

12 Horn

Fuses Usage

13 Front wiper

14 Exterior lighting
module 6

15 Exterior lighting
module 1

16 Exterior lighting
module 5

17 Exterior lighting
module 3

18 Aero shutter

19 –

20 –

21 Virtual key system/
Power sounder
module

22 Engine control
module

23 Transmission control
module/Transmission
reverse lock out

24 Active engine mount

25 –
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Fuses Usage

26 Engine control
module

27 Injectors/Ignition 2

28 Charged air cooler

29 Transmission aux oil
pump/Transmission
reverse lock out

30 Injectors/Ignition 1

31 Emissions 1

32 Emissions 2

33 Starter solenoid

34 –

35 –

36 Starter pinion

37 AC clutch

38 –

39 –

40 –

41 –

42 Water pump

43 –

Fuses Usage

44 –

Relays Usage

47 –

48 Front wiper speed

49 Front wiper control

51 –

52 Engine control
module

53 Starter solenoid

54 Starter pinion

55 –

57 AC clutch

58 –

Instrument Panel Fuse
Block
The instrument panel fuse block is in
the end of the driver side of the
instrument panel.

To access the fuses, remove the end
panel by gently prying with a plastic
tool near each clip, beginning at the
point shown.
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To install the end cover, insert the
tabs on the back of the cover into the
slots in the instrument panel at the
points shown. Align the clips with the
slots in the instrument panel, and
press the cover into place.

The vehicle may not be equipped with
all of the fuses and relays shown.

Fuses Usage

1 –

2 HVAC blower

3 –

4 –

5 Theft deterrent/
Universal garage door
opener

6 –

Fuses Usage

7 Air quality ionizer

8 Heated steering wheel

9 –

10 Electronic steering
column lock 1

11 –

12 –

13 –
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Fuses Usage

14 –

15 –

16 –

17 –

18 Display/Infotainment/
USB/CSM

19 Airbag/Automatic
occupant sensing/
Data link connection/
Wireless charging
module

20 Power steering
column module/
Electronic steering
column lock 2

21 Driver monitor
system/Performance
data recorder

22 –

23 –

24 –

25 USB

26 –

Fuses Usage

27 –

28 –

29 –

30 –

31 Headlamp level

32 –

33 Body ignition/IP
ignition

34 Exhaust valve

35 Transmission control
module ignition/
Engine control
module ignition/Shift
ignition/Brake
ignition

36 Shift module

37 Body control
module 1/Electronic
park brake switch

38 Center stack module

39 Steering wheel
controls

Fuses Usage

40 Body control
module 2

41 Body control
module 3

42 Body control
module 4

Circuit
Breakers

Usage

CB1 Auxiliary power
outlet 1

CB2 Auxiliary power
outlet 2

Relays Usage

1 Run after park/
Accessory

2 Run crank

3 –

4 –

5 –
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Rear Compartment Fuse
Block

The rear compartment fuse block is
behind a cover on the driver side of
the rear compartment.

The vehicle may not be equipped with
all of the fuses, relays, and features
shown.

Fuses Usage

1 Remote function
actuator

2 –

3 Driver heated seat

4 Fuel tank zone
module

5 –

6 –

7 –

8 –

9 –

10 Motor seat belt
passenger

11 Canister vent
solenoid

12 Sunroof

13 –

14 –

15 Passenger
heated seat

16 –



Cadillac CT4 Owner Manual (GMNA-Localizing-MidEast-14584375) - 2021 -
CRC - 8/27/20

VEHICLE CARE 299

Fuses Usage

17 Electronic suspension
control

18 –

19 Motor seat belt driver

20 Rear defog

21 DC to DC
transformer 2

22 Driver power window
door lock switch

23 External object
calculating module/
Front camera
module/High
definition
localization/Short
range radar

24 Passenger window
door lock switch

25 –

26 Amplifier (V-series)

27 Rear drive control
module

28 –

Fuses Usage

29 –

30 –

31 DC to DC
transformer 1

32 Transfer case
electronic control

33 Central gateway
module/Side blind
zone alert

34 Video processing
module

35 Hands free closure
release

36 Exterior lighting
module 2

37 Passenger memory
seat module

38 –

39 Right front/Right rear
window

40 –

41 –

42 Amplifier

Fuses Usage

43 Park assist module

44 Driver memory seat
module

45 OnStar

46 –

47 –

48 –

49 –

50 Driver seat

51 Left front/Left rear
window

52 Passenger seat

Relays Usage

53 –

54 –

55 Run
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Wheels and Tires

Tires
Every new GM vehicle has
high-quality tires made by a
leading tire manufacturer. See the
warranty manual for information
regarding the tire warranty and
where to get service. For
additional information refer to the
tire manufacturer.

{ Warning
. Poorly maintained and
improperly used tires are
dangerous.

. Overloading the tires can
cause overheating as a result
of too much flexing. There
could be a blowout and a
serious crash. See Vehicle
Load Limits 0 200.

. Underinflated tires pose the
same danger as overloaded
tires. The resulting crash

(Continued)

Warning (Continued)

could cause serious injury.
Check all tires frequently to
maintain the recommended
pressure. Tire pressure should
be checked when the tires
are cold.

. Overinflated tires are more
likely to be cut, punctured,
or broken by a sudden impact
— such as when hitting a
pothole. Keep tires at the
recommended pressure.

. Worn or old tires can cause a
crash. If the tread is badly
worn, replace them.

. Replace any tires that have
been damaged by impacts
with potholes, curbs, etc.

. Improperly repaired tires can
cause a crash. Only the dealer
or an authorized tire service

(Continued)

Warning (Continued)

center should repair, replace,
dismount, and mount the
tires.

. Do not spin the tires in
excess of 56 km/h (35 mph)
on slippery surfaces such as
snow, mud, ice, etc. Excessive
spinning may cause the tires
to explode.

See Tire Pressure for High-Speed
Operation 0 304 for inflation
pressure adjustment for
high-speed driving.

All-Season Tires
This vehicle may come with all-season
tires. These tires are designed to
provide good overall performance on
most road surfaces and weather
conditions. Original equipment tires
designed to GM's specific tire
performance criteria have a TPC
specification code molded onto the
sidewall. Original equipment
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all-season tires can be identified by
the last two characters of this TPC
code, which will be “MS.”

Consider installing winter tires on the
vehicle if frequent driving on snow or
ice-covered roads is expected.
All-season tires provide adequate
performance for most winter driving
conditions, but they may not offer the
same level of traction or performance
as winter tires on snow or ice-covered
roads. See Winter Tires 0 301.

Winter Tires
This vehicle was not originally
equipped with winter tires. Winter
tires are designed for increased
traction on snow and ice-covered
roads. Consider installing winter tires
on the vehicle if frequent driving on
ice or snow covered roads is expected.
See your dealer for details regarding
winter tire availability and proper tire
selection. Also, see Buying New Tires
0 311.

With winter tires, there may be
decreased dry road traction, increased
road noise, and shorter tread life.

After changing to winter tires, be alert
for changes in vehicle handling and
braking.

If using winter tires:
. Use tires of the same brand and
tread type on all four wheel
positions.

. Use only radial ply tires of the same
size, load range, and speed rating as
the original equipment tires.

Winter tires with the same speed
rating as the original equipment tires
may not be available for H, V, W, Y,
and ZR speed rated tires. If winter
tires with a lower speed rating are
chosen, never exceed the tire's
maximum speed capability.

Run-Flat Tires
This vehicle, when new, may have had
run-flat tires. There is no spare tire,
no tire changing equipment, and no
place to store a tire in the vehicle.

{ Warning
While driving with run-flat tires at
a reduced inflation pressure, avoid
making sudden stops or severe
maneuvers as the handling
capabilities of the tires will be
reduced. Driving too fast could
cause loss of control and you or
others could be injured. Do not
drive over 80 km/h (50 mph) with
the tire operating at low pressure.
Drive cautiously and check the tire
pressure as soon as possible.

Run-flat tires can be driven up to
80 km (50 mi) at speeds less than
80 km/h (50 mph) after a loss of
inflation pressure has occurred. There
is no need to stop on the side of the
road to change the tire. The possible
driving range after a pressure loss will
vary based on the vehicle load and
driving conditions. As soon as
possible, contact the nearest
authorized GM or run-flat servicing
facility for inspection and repair or
replacement.
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When driving on a deflated run-flat
tire, avoid potholes and other road
hazards that could damage the tire
and/or wheel beyond repair. When a
tire has been damaged, or if driven
any distance while deflated, check
with an authorized run-flat tire
service center to determine whether
the tire can be repaired or should be
replaced. To maintain the run-flat
feature, all replacement tires must be
run-flat tires.

To locate the nearest GM or run-flat
servicing facility, call Customer
Assistance.

Self-Sealing Tires
This vehicle may have self-sealing
tires. These tires have a material
inside that can seal punctures from
common road hazards, such as nails
and screws, in the tread area. The tire
may lose air pressure if the sidewall is
damaged or the tread puncture is too
large. If the Tire Pressure Monitor
System indicates the tire pressure is
low, inspect the tire for damage and
inflate it to the recommended
pressure. If the tire is unable to
maintain the recommended pressure,

contact the nearest authorized GM
servicing facility immediately for
inspection and repair or replacement.
To locate the nearest GM servicing
facility, call GM Customer Assistance.

Caution
Do not drive on a deflated
self-sealing tire as this could
damage the tire. Make sure the tire
is inflated to the recommended
pressure or have it immediately
repaired or replaced.

When tire replacement is needed
replace with a self-sealing tire,
because the vehicle does not come
with a spare tire or tire changing
equipment.

Low-Profile Tires
If the vehicle has 225/45R17 91V,
235/40R18 91V, or 235/40R18 XL
95Y size tires, they are classified
as low-profile tires.

Caution
Low-profile tires are more
susceptible to damage from road
hazards or curb impact than
standard profile tires. Tire and/or
wheel assembly damage can occur
when coming into contact with
road hazards like potholes, or sharp
edged objects, or when sliding into
a curb. The warranty does not cover
this type of damage. Keep tires set
to the correct inflation pressure and
when possible, avoid contact with
curbs, potholes, and other road
hazards.

Summer Tires
High Performance Summer Tires

This vehicle may come with 235/
40R18 XL 95Y high performance
summer tires. These tires have a
special tread and compound that are
optimized for maximum dry and wet
road performance. This special tread
and compound will have decreased
performance in cold climates, and on
ice and snow. It is recommended that
winter tires be installed on the vehicle
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if frequent driving at temperatures
below approximately 5 °C (40 °F) or on
ice or snow covered roads is expected.
See Winter Tires 0 301.

Caution
High performance summer tires
have rubber compounds that lose
flexibility and may develop surface
cracks in the tread area at
temperatures below −7 °C (20 °F).
Always store high performance
summer tires indoors and at
temperatures above −7 °C (20 °F)
when not in use. If the tires have
been subjected to −7 °C (20 °F) or
less, let them warm up in a heated
space to at least 5 °C (40 °F) for
24 hours or more before being
installed or driving a vehicle on
which they are installed. Do not
apply heat or blow heated air
directly on the tires. Always inspect
tires before use. See Tire Inspection
0 309.

Tire Pressure
Tires need the correct amount of
air pressure to operate effectively.

{ Warning
Neither tire underinflation nor
overinflation is good.
Underinflated tires, or tires that
do not have enough air, can
result in:
. Tire overloading and
overheating, which could lead
to a blowout.

. Premature or irregular wear.

. Poor handling.

. Reduced fuel economy.

Overinflated tires, or tires that
have too much air, can result in:
. Unusual wear.
. Poor handling.
. Rough ride.
. Needless damage from road
hazards.

The Tire and Loading Information
label on the vehicle indicates the
original equipment tires and the
correct cold tire inflation
pressures. The recommended
pressure is the minimum air
pressure needed to support the
vehicle's maximum load carrying
capacity. See Vehicle Load Limits
0 200.

How the vehicle is loaded affects
vehicle handling and ride comfort.
Never load the vehicle with more
weight than it was designed to
carry.

When to Check

Check the pressure of the tires
once a month or more.

How to Check

Use a good quality pocket-type
gauge to check tire pressure.
Proper tire inflation cannot be
determined by looking at the tire.
Check the tire inflation pressure
when the tires are cold, meaning
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the vehicle has not been driven for
at least three hours or no more
than 1.6 km (1 mi).

Remove the valve cap from the
tire valve stem. Press the tire
gauge firmly onto the valve to get
a pressure measurement. If the
cold tire inflation pressure
matches the recommended
pressure on the Tire and Loading
Information label, no further
adjustment is necessary. If the
inflation pressure is low, add air
until the recommended pressure is
reached. If the inflation pressure
is high, press on the metal stem in
the center of the tire valve to
release air.

Recheck the tire pressure with the
tire gauge.

Put the valve caps back on the
valve stems to keep out dirt and
moisture. Use only valve caps
designed for the vehicle by GM.

TPMS sensors could be damaged
and would not be covered by the
vehicle warranty.

Tire Pressure for
High-Speed Operation

{ Warning
Driving at high speeds, 160 km/h
(100 mph) or higher, puts additional
strain on tires. Sustained
high-speed driving causes excessive
heat buildup and can cause sudden
tire failure. This could cause a
crash, and you or others could be
killed. Some high-speed rated tires
require inflation pressure
adjustment for high-speed
operation. When speed limits and
road conditions allow the vehicle to
be driven at high speeds, make sure
the tires are rated for high-speed
operation, are in excellent
condition, and are set to the correct
cold tire inflation pressure for the
vehicle load.

Vehicles with tire sizes listed in the
High Speed Operation Inflation
Pressures table require inflation
pressure adjustment when driving the
vehicle at speeds of 160 km/h
(100 mph) or higher. Set the cold tire
inflation pressure to the
corresponding value in the table for
the tire size on the vehicle.
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High Speed Operation Inflation Pressures

Tire Size Cold Inflation Pressure kPa (psi)

225/45R17 (91V) 240 kPa (35 psi) Front

225/45R17 (91V) 280 kPa (41 psi) Rear

235/40R18 (91V) 250 kPa (36 psi) Front

235/40R18 (91V) 280 kPa (41 psi) Rear

235/40R18 (95Y) 300 kPa (44 psi) Front

235/40R18 (95Y) 340 kPa (49 psi) Rear

Return the tires to the recommended
cold tire inflation pressure when
high-speed driving has ended. See
Vehicle Load Limits 0 200 and
Tire Pressure 0 303.

Tire Pressure Monitor
System

Caution
Modifications made to the Tire
Pressure Monitor System (TPMS) by
anyone other than an authorized
service facility may void
authorization to use the system.

The Tire Pressure Monitor System
(TPMS) uses radio and sensor
technology to check tire pressure
levels. The TPMS sensors monitor the
air pressure in your vehicle's tires and
transmit tire pressure readings to a
receiver located in the vehicle.

Each tire, including the spare (if
provided), should be checked monthly
when cold and inflated to the
inflation pressure recommended by
the vehicle manufacturer on the
vehicle placard or tire inflation
pressure label. (If your vehicle has
tires of a different size than the size
indicated on the vehicle placard or tire

inflation pressure label, you should
determine the proper tire inflation
pressure for those tires.)

As an added safety feature, your
vehicle has been equipped with a tire
pressure monitoring system (TPMS)
that illuminates a low tire pressure
telltale when one or more of your tires
is significantly under-inflated.

Accordingly, when the low tire
pressure telltale illuminates, you
should stop and check your tires as
soon as possible, and inflate them to
the proper pressure. Driving on a
significantly under-inflated tire causes
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the tire to overheat and can lead to
tire failure. Under-inflation also
reduces fuel efficiency and tire tread
life, and may affect the vehicle's
handling and stopping ability.

Please note that the TPMS is not a
substitute for proper tire maintenance,
and it is the driver's responsibility to
maintain correct tire pressure, even if
under-inflation has not reached the
level to trigger illumination of the
TPMS low tire pressure telltale.

Your vehicle has also been equipped
with a TPMS malfunction indicator to
indicate when the system is not
operating properly. The TPMS
malfunction indicator is combined
with the low tire pressure telltale.
When the system detects a
malfunction, the telltale will flash for
approximately one minute and then
remain continuously illuminated. This
sequence will continue upon
subsequent vehicle start-ups as long
as the malfunction exists.

When the malfunction indicator is
illuminated, the system may not be
able to detect or signal low tire
pressure as intended. TPMS

malfunctions may occur for a variety
of reasons, including the installation
of replacement or alternate tires or
wheels on the vehicle that prevent the
TPMS from functioning properly.
Always check the TPMS malfunction
telltale after replacing one or more
tires or wheels on your vehicle to
ensure that the replacement or
alternate tires and wheels allow the
TPMS to continue to function
properly.

See Tire Pressure Monitor Operation
0 306 for additional information.

Tire Pressure Monitor
Operation
This vehicle may have a Tire Pressure
Monitor System (TPMS). The TPMS is
designed to warn the driver when a
low tire pressure condition exists.
TPMS sensors are mounted onto each
tire and wheel assembly, excluding the
spare tire and wheel assembly. The
TPMS sensors monitor the air
pressure in the tires and transmit the
tire pressure readings to a receiver
located in the vehicle.

When a low tire pressure condition is
detected, the TPMS illuminates the
low tire pressure warning light located
on the instrument cluster. If the
warning light comes on, stop as soon
as possible and inflate the tires to the
recommended pressure shown on the
Tire and Loading Information label.
See Vehicle Load Limits 0 200.

A message to check the pressure in a
specific tire displays in the Driver
Information Center (DIC). The low tire
pressure warning light and the DIC
warning message come on at each
ignition cycle until the tires are
inflated to the correct inflation
pressure. Using the DIC, tire pressure
levels can be viewed. For additional
information and details about the DIC
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operation and displays see Driver
Information Center (DIC) (Base Level)
0 105 or
Driver Information Center (DIC)
(Uplevel) 0 108.

The low tire pressure warning light
may come on in cool weather when
the vehicle is first started, and then
turn off as the vehicle is driven. This
could be an early indicator that the air
pressure is getting low and needs to
be inflated to the proper pressure.

A Tire and Loading Information label,
attached to your vehicle, shows the
size of the original equipment tires
and the correct inflation pressure for
the tires when they are cold. See
Vehicle Load Limits 0 200, for an
example of the Tire and Loading
Information label and its location.
Also see Tire Pressure 0 303.

The TPMS can warn about a low tire
pressure condition but it does not
replace normal tire maintenance. See
Tire Inspection 0 309, Tire Rotation
0 309 and
Tires 0 300.

Caution
Tire sealant materials are not all
the same. A non-approved tire
sealant could damage the TPMS
sensors. TPMS sensor damage
caused by using an incorrect tire
sealant is not covered by the
vehicle warranty. Always use only
the GM approved tire sealant
available through your dealer or
included in the vehicle.

TPMS Malfunction Light and
Message

The TPMS will not function properly if
one or more of the TPMS sensors are
missing or inoperable. When the
system detects a malfunction, the low
tire pressure warning light flashes for
about one minute and then stays on
for the remainder of the ignition cycle.
A DIC warning message also displays.
The malfunction light and DIC
warning message come on at each
ignition cycle until the problem is
corrected. Some of the conditions that
can cause these to come on are:

. One of the road tires has been
replaced with the spare tire. The
spare tire does not have a TPMS
sensor. The malfunction light and
DIC message should go off after the
road tire is replaced and the sensor
matching process is performed
successfully. See “TPMS Sensor
Matching Process” later in this
section.

. The TPMS sensor matching process
was not done or not completed
successfully after rotating the tires.
The malfunction light and the DIC
message should go off after
successfully completing the sensor
matching process.

. One or more TPMS sensors are
missing or damaged. The
malfunction light and the DIC
message should go off when the
TPMS sensors are installed and the
sensor matching process is
performed successfully. See your
dealer for service.

. Replacement tires or wheels do not
match the original equipment tires
or wheels. Tires and wheels other
than those recommended could
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prevent the TPMS from functioning
properly. See Buying New Tires
0 311.

. Operating electronic devices or
being near facilities using radio
wave frequencies similar to the
TPMS could cause the TPMS
sensors to malfunction.

If the TPMS is not functioning
properly it cannot detect or signal a
low tire pressure condition. See your
dealer for service if the TPMS
malfunction light and DIC message
comes on and stays on.

Tire Fill Alert (If Equipped)

This feature provides visual and
audible alerts outside the vehicle to
help when inflating an underinflated
tire to the recommended cold tire
pressure.

When the low tire pressure warning
light comes on:

1. Park the vehicle in a safe, level
place.

2. Set the parking brake firmly.

3. Place the vehicle in P (Park).

4. Add air to the tire that is
underinflated. The turn signal lamp
will flash.

When the recommended pressure
is reached, the horn sounds once
and the turn signal lamp will stop
flashing and briefly turn solid.

Repeat these steps for all
underinflated tires that have
illuminated the low tire pressure
warning light.

{ Warning
Overinflating a tire could cause the
tire to rupture and you or others
could be injured. Do not exceed the
maximum pressure listed on the
tire sidewall.

If the tire is overinflated by more than
35 kPa (5 psi), the horn will sound
multiple times and the turn signal
lamp will continue to flash for several
seconds after filling stops. To release
and correct the pressure, while the
turn signal lamp is still flashing,
briefly press the center of the valve

stem. When the recommended
pressure is reached, the horn
sounds once.

If the turn signal lamp does not flash
within 15 seconds after starting to
inflate the tire, the tire fill alert has
not been activated or is not working.

If the hazard warning flashers are on,
the tire fill alert visual feedback will
not work properly.

The TPMS will not activate the tire fill
alert properly under the following
conditions:
. There is interference from an
external device or transmitter.

. The air pressure from the inflation
device is not sufficient to inflate
the tire.

. There is a malfunction in the TPMS.

. There is a malfunction in the horn
or turn signal lamps.

. The identification code of the TPMS
sensor is not registered to the
system.

. The battery of the TPMS sensor
is low.
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If the tire fill alert does not operate
due to TPMS interference, move the
vehicle about 1 m (3 ft) back or
forward and try again. If the tire fill
alert feature is not working, use a tire
pressure gauge.

TPMS Sensor Matching Process
— Auto Learn Function

Each TPMS sensor has a unique
identification code. The identification
code needs to be matched to a new
tire/wheel position after rotating the
tires or replacing one or more of the
TPMS sensors. When a tire is
installed, the vehicle must be
stationary for about 20 minutes before
the system recalculates. The following
relearn process takes up to
10 minutes, driving at a minimum
speed of 20 km/h (12 mph). A dash (-)
or pressure value will display in the
DIC. See Driver Information Center
(DIC) (Base Level) 0 105 or
Driver Information Center (DIC)
(Uplevel) 0 108. A warning message
displays in the DIC if a problem
occurs during the relearn process.

Tire Inspection
We recommend that the tires,
including the spare tire, if the
vehicle has one, be inspected for
signs of wear or damage at least
once a month.

Replace the tire if:
. The indicators at three or more
places around the tire can
be seen.

. There is cord or fabric showing
through the tire's rubber.

. The tread or sidewall is cracked,
cut, or snagged deep enough to
show cord or fabric.

. The tire has a bump, bulge,
or split.

. The tire has a puncture, cut,
or other damage that cannot be
repaired well because of the size
or location of the damage.

Tire Rotation
Tires should be rotated every
12 000 km (7,500 mi). See
Maintenance Schedule 0 329.

Tires are rotated to achieve a
more uniform wear for all tires.
The first rotation is the most
important.

Anytime unusual wear is noticed,
rotate the tires as soon as
possible, check for proper tire
inflation pressure, and check for
damaged tires or wheels. If the
unusual wear continues after the
rotation, check the wheel
alignment. See When It Is Time for
New Tires 0 310 and
Wheel Replacement 0 313.
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Use this rotation pattern when
rotating the tires.

Adjust the front and rear tires to
the recommended inflation
pressure on the Tire and Loading
Information label after the tires
have been rotated. See Tire
Pressure 0 303 and
Vehicle Load Limits 0 200.

Reset the Tire Pressure Monitor
System. See Tire Pressure Monitor
Operation 0 306.

Check that all wheel nuts are
properly tightened. See “Wheel
Nut Torque” under Capacities and
Specifications 0 342.

{ Warning

Rust or dirt on a wheel, or on
the parts to which it is fastened,
can cause wheel nuts to become
loose over time. The wheel
could come off and cause a
crash. When changing a wheel,
remove any rust or dirt from
places where the wheel attaches
to the vehicle. In an emergency,
a cloth or paper towel can be
used; however, use a scraper or
wire brush later to remove all
rust or dirt.

Lightly coat the inner diameter of
the wheel hub opening with wheel
bearing grease after a wheel
change or tire rotation to prevent
corrosion or rust build-up.

{ Warning

Do not apply grease to the
wheel mounting surface, wheel
conical seats, or the wheel nuts
or bolts. Grease applied to these
areas could cause a wheel to
become loose or come off,
resulting in a crash.

When It Is Time for New
Tires
Factors, such as maintenance,
temperatures, driving speeds, vehicle
loading, and road conditions affect the
wear rate of the tires.
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Treadwear indicators are one way to
tell when it is time for new tires.
Treadwear indicators appear when the
tires have only 1.6 mm (1/16 in) or
less of tread remaining. See Tire
Inspection 0 309 and
Tire Rotation 0 309 for additional
information.

The rubber in tires ages over time.
This also applies to the spare tire,
if the vehicle has one, even if it is
never used. Multiple factors including
temperatures, loading conditions, and
inflation pressure maintenance affect
how fast aging takes place. GM
recommends that tires, including the
spare if equipped, be replaced after six

years, regardless of tread wear. To
identify the age of a tire, use the tire
manufacture date, which is the last
four digits of the DOT Tire
Identification Number (TIN) molded
into one side of the tire sidewall. The
last four digits of the TIN indicate the
tire manufactured date. The first two
digits represent the week and the last
two digits, the year. For example, the
third week of the year 2020 would
have a 4-digit DOT date of 0320. Week
01 is the first full week (Sunday
through Saturday) of each year.

Vehicle Storage

Tires age when stored normally
mounted on a parked vehicle. Park a
vehicle that will be stored for at least
a month in a cool, dry, clean area
away from direct sunlight to slow
aging. This area should be free of
grease, gasoline, or other substances
that can deteriorate rubber.

Parking for an extended period can
cause flat spots on the tires that may
result in vibrations while driving.
When storing a vehicle for at least a

month, remove the tires or raise the
vehicle to reduce the weight from the
tires.

Buying New Tires
GM has developed and matched
specific tires for the vehicle. The
original equipment tires installed
were designed to meet General
Motors Tire Performance Criteria
Specification (TPC Spec) system
rating. When replacement tires are
needed, GM strongly recommends
buying tires with the same TPC
Spec rating.

GM's exclusive TPC Spec system
considers over a dozen critical
specifications that impact the
overall performance of the vehicle,
including brake system
performance, ride and handling,
traction control, and tire pressure
monitoring performance. GM's
TPC Spec number is molded onto
the tire's sidewall near the tire
size. If the tires have an all-season
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tread design, the TPC Spec
number will be followed by MS for
mud and snow.

GM recommends replacing worn
tires in complete sets of four.
Uniform tread depth on all tires
will help to maintain the
performance of the vehicle.
Braking and handling performance
may be adversely affected if all the
tires are not replaced at the same
time. If proper rotation and
maintenance have been done, all
four tires should wear out at
about the same time. However,
if it is necessary to replace only
one axle set of worn tires, place
the new tires on the rear axle. See
Tire Rotation 0 309.

{ Warning
Tires could explode during
improper service. Attempting to
mount or dismount a tire could
cause injury or death. Only your

(Continued)

Warning (Continued)

dealer or authorized tire service
center should mount or
dismount the tires.

{ Warning

Mixing tires of different sizes
(other than those originally
installed on the vehicle), brands,
tread patterns, or types may
cause loss of vehicle control,
resulting in a crash or other
vehicle damage. Use the correct
size, brand, and type of tire on
all wheels.

{ Warning

Using bias-ply tires on the
vehicle may cause the wheel rim
flanges to develop cracks after
many miles of driving. A tire
and/or wheel could fail suddenly

(Continued)

Warning (Continued)

and cause a crash. Use only
radial-ply tires with the wheels
on the vehicle.

Winter tires with the same speed
rating as the original equipment
tires may not be available for H, V,
W, Y and ZR speed rated tires.
Never exceed the winter tires’
maximum speed capability when
using winter tires with a lower
speed rating.

If the vehicle tires must be
replaced with a tire that does not
have a TPC Spec number, make
sure they are the same size, load
range, speed rating, and
construction (radial) as the
original tires.

The Tire and Loading Information
label indicates the original
equipment tires on the vehicle.
See Vehicle Load Limits 0 200.
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Different Size Tires and
Wheels
If wheels or tires are installed that are
a different size than the original
equipment wheels and tires, vehicle
performance, including its braking,
ride and handling characteristics,
stability, and resistance to rollover
may be affected. If the vehicle has
electronic systems such as antilock
brakes, rollover airbags, traction
control, electronic stability control,
or All-Wheel Drive, the performance
of these systems can also be affected.

{ Warning
If different sized wheels are used,
there may not be an acceptable
level of performance and safety if
tires not recommended for those
wheels are selected. This increases
the chance of a crash and serious
injury. Only use GM specific wheel
and tire systems developed for the
vehicle, and have them properly
installed by a GM certified
technician.

See Buying New Tires 0 311 and
Accessories and Modifications 0 267.

Wheel Alignment and Tire
Balance
The tires and wheels were aligned and
balanced at the factory to provide the
longest tire life and best overall
performance. Adjustments to wheel
alignment and tire balancing are not
necessary on a regular basis. Consider
an alignment check if there is unusual
tire wear or the vehicle is significantly
pulling to one side or the other. Some
slight pull to the left or right,
depending on the crown of the road
and/or other road surface variations
such as troughs or ruts, is normal.
If the vehicle is vibrating when driving
on a smooth road, the tires and
wheels may need to be rebalanced.
See your dealer for proper diagnosis.

Wheel Replacement
Replace any wheel that is bent,
cracked, or badly rusted or corroded.
If wheel nuts keep coming loose, the
wheel, wheel bolts, and wheel nuts
should be replaced. If the wheel leaks

air, replace it. Some aluminum wheels
can be repaired. See your dealer if any
of these conditions exist.

Your dealer will know the kind of
wheel that is needed.

Each new wheel should have the same
load-carrying capacity, diameter,
width, offset, and be mounted the
same way as the one it replaces.

Replace wheels, wheel bolts, wheel
nuts, or Tire Pressure Monitor System
(TPMS) sensors with new GM original
equipment parts.

{ Warning
Using the wrong replacement
wheels, wheel bolts, or wheel nuts
can be dangerous. It could affect
the braking and handling of the
vehicle. Tires can lose air, and
cause loss of control, causing a
crash. Always use the correct wheel,
wheel bolts, and wheel nuts for
replacement.



Cadillac CT4 Owner Manual (GMNA-Localizing-MidEast-14584375) - 2021 -
CRC - 8/27/20

314 VEHICLE CARE

Caution
The wrong wheel can also cause
problems with bearing life, brake
cooling, speedometer or odometer
calibration, headlamp aim, bumper
height, vehicle ground clearance,
and tire or tire chain clearance to
the body and chassis.

Used Replacement Wheels

{ Warning
Replacing a wheel with a used one
is dangerous. How it has been used
or how far it has been driven may
be unknown. It could fail suddenly
and cause a crash. When replacing
wheels, use a new GM original
equipment wheel.

Tire Chains

{ Warning
If the vehicle has 235/40R18 size
tires, do not use tire chains. There
is not enough clearance. Tire chains

(Continued)

Warning (Continued)

used on a vehicle without the
proper amount of clearance can
cause damage to the brakes,
suspension, or other vehicle parts.
The area damaged by the tire
chains could cause loss of control
and a crash. Use another type of
traction device only if its
manufacturer recommends it for
the vehicle's tire size combination
and road conditions. Follow that
manufacturer's instructions. To
avoid vehicle damage, drive slow
and readjust or remove the traction
device if it contacts the vehicle. Do
not spin the wheels. If traction
devices are used, install them on
the rear tires.

Caution
If the vehicle is equipped with a tire
size other than 235/40R18, use tire
chains only where legal and only
when necessary. Use low profile
chains that add no more than

(Continued)

Caution (Continued)
12 mm thickness to the tire tread
and inner sidewall. Use chains that
are the proper size for the tires.
Install them on the tires of the rear
axle. Don't use chains on the tires
of the front axle. Tighten them as
tightly as possible with the ends
securely fastened. Drive slowly and
follow the chain manufacturer's
instructions. If the chains contact
the vehicle, stop and retighten
them. If the contact continues, slow
down until it stops. Driving too fast
or spinning the wheels with chains
on will damage the vehicle.

If a Tire Goes Flat
It is unusual for a tire to blow out
while driving, especially if the tires are
maintained properly. If air goes out of
a tire, it is much more likely to leak
out slowly. See Tires 0 300 for
additional information. But if there
ever is a blowout, here are a few tips
about what to expect and what to do:
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If a front tire fails, the flat tire creates
a drag that pulls the vehicle toward
that side. Take your foot off the
accelerator pedal and grip the steering
wheel firmly. Steer to maintain lane
position, and then gently brake to a
stop, well off the road, if possible.

A rear blowout, particularly on a
curve, acts much like a skid and may
require the same correction as used in
a skid. Stop pressing the accelerator
pedal and steer to straighten the
vehicle. It may be very bumpy and
noisy. Gently brake to a stop, well off
the road, if possible.

The vehicle has no spare tire, no tire
changing equipment, and no place to
store a tire.

If the vehicle has run-flat tires, there
is no need to stop on the side of the
road to change a flat tire. See Run-Flat
Tires 0 301.

{ Warning
Special tools and procedures are
required to service a run-flat tire.
If these special tools and

(Continued)

Warning (Continued)

procedures are not used, injury or
vehicle damage may occur. Always
be sure the proper tools and
procedures, as described in the
service manual, are used.

If the vehicle has self-sealing tires, see
Self-Sealing Tires 0 302. Tread
punctures typically will not cause tires
to lose air. However, if the vehicle
does get a flat tire, there is no spare
tire, tire changing equipment, or place
to store a tire.

Jump Starting
For more information about the
vehicle battery, see Battery 0 287.

If the battery has run down, try to use
another vehicle and some jumper
cables to start your vehicle. Be sure to
use the following steps to do it safely.

{ Warning
Batteries can hurt you. They can be
dangerous because:

. They contain acid that can
burn you.

. They contain gas that can
explode or ignite.

. They contain enough electricity
to burn you.

If you do not follow these steps
exactly, some or all of these things
can hurt you.

Caution
Ignoring these steps could result in
costly damage to the vehicle that
would not be covered by the vehicle
warranty. Trying to start the vehicle
by pushing or pulling it will not
work, and it could damage the
vehicle.
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2.0L L4 Engine Shown, 2.7L L4 Engine
Similar

1. Discharged Battery Remote
Positive Terminal

2. Discharged Battery Negative
Grounding Terminal

3. Good Battery Negative Terminal
4. Good Battery Positive Terminal

The jump start positive terminal (4)
and negative post (3) are on the
battery of the vehicle providing the
jump start.

The jump start remote positive
terminal (1) and the remote negative
grounding point (2) for the discharged
battery are on the passenger side of
the vehicle.

The positive jump start connection for
the discharged battery is under a
cover. Lift the cover to expose the
terminal.

1. Check the other vehicle. It must
have a 12-volt battery with a
negative ground system.

Caution
If the other vehicle does not have a
12-volt system with a negative
ground, both vehicles can be
damaged. Only use a vehicle that
has a 12-volt system with a
negative ground for jump starting.

2. Position the two vehicles so that
they are not touching.

3. Set the parking brake firmly and
put the shift lever in P (Park) with
an automatic transmission,
or Neutral with a manual
transmission.

Caution
If any accessories are left on or
plugged in during the jump starting
procedure, they could be damaged.
The repairs would not be covered
by the vehicle warranty. Whenever
possible, turn off or unplug all
accessories on either vehicle when
jump starting.

4. Turn the ignition off. Turn off all
lights and accessories in both
vehicles, except the hazard warning
flashers if needed.

{ Warning
An electric fan can start up even
when the engine is not running and
can injure you. Keep hands,
clothing, and tools away from any
underhood electric fan.
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{ Warning
Using a match near a battery can
cause battery gas to explode. People
have been hurt doing this, and
some have been blinded. Use a
flashlight if you need more light.

Battery fluid contains acid that can
burn you. Do not get it on you.
If you accidentally get it in your
eyes or on your skin, flush the place
with water and get medical help
immediately.

{ Warning
Fans or other moving engine parts
can injure you badly. Keep your
hands away from moving parts
once the engine is running.

5. Connect one end of the red
positive (+) cable to the remote
positive (+) terminal on the
discharged battery.

6. Connect the other end of the red
positive (+) cable to the positive (+)
terminal of the good battery.

7. Connect one end of the black
negative (–) cable to the
negative (–) terminal of the good
battery.

Do not let the other end touch
anything until the next step. The
other end of the negative (–) cable
does not go to the dead battery.
It goes to a heavy, unpainted metal
engine part.

8. Connect the other end of the black
negative (–) cable to the
negative (–) grounding point for the
discharged battery.

9. Start the engine in the vehicle with
the good battery and run the
engine at idle speed for at least
four minutes.

10. Try to start the vehicle that had
the dead battery. If it will not start
after a few tries, it probably needs
service.

Caution
If the jumper cables are connected
or removed in the wrong order,
electrical shorting may occur and
damage the vehicle. The repairs

(Continued)

Caution (Continued)
would not be covered by the vehicle
warranty. Always connect and
remove the jumper cables in the
correct order, making sure that the
cables do not touch each other or
other metal.

Jumper Cable Removal

Reverse the sequence exactly when
removing the jumper cables.

After starting the disabled vehicle and
removing the jumper cables, allow it
to idle for several minutes.

Towing the Vehicle

Caution
Incorrectly towing a disabled
vehicle may cause damage. The
damage would not be covered by
the vehicle warranty. Do not lash or
hook to suspension components.
Use the proper straps around the
tires to secure the vehicle. Do not
drag a locked wheel/tire. Use tire

(Continued)
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Caution (Continued)
skates or dollies under any locked
wheel/tire while loading the vehicle.
Do not use a sling type lift to tow
the vehicle. This could damage the
vehicle.

GM recommends a flatbed tow truck
to transport a disabled vehicle. Use
ramps to help reduce approach angles,
if necessary. A towed vehicle should
have its drive wheels off the ground.
Contact a professional towing service
if the disabled vehicle must be towed.

To tow the vehicle behind another
vehicle for recreational purposes, such
as behind a motor home, see
Recreational Vehicle Towing 0 319.

Front Tow Eye

Caution
Improper use of the tow eye can
damage the vehicle. If equipped, use
the tow eye to load a disabled
vehicle onto a flatbed tow truck
from a flat road surface, or to move
the vehicle a short distance. Use
caution and low speeds. The
transmission must be
in (N) Neutral when moving the
vehicle.

The vehicle is equipped with a tow
eye. Only use the tow eye to pull the
vehicle onto a flatbed car carrier from

a flat road surface. Do not use the tow
eye to pull the vehicle from snow,
mud, or sand. The tow eye is located
under the carpet in the trunk.

Carefully open the cover in the fascia
by using the small notch that conceals
the tow eye socket.

Install the tow eye into the socket and
turn it until it is fully tightened. When
the tow eye is removed, reinstall the
cover with the notch in the original
position.

Rear Tow Eye
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If equipped, carefully open the cover
by using the small notch that conceals
the rear tow eye socket. Install the
tow eye into the socket and turn it
until it is fully tightened. When the
tow eye is removed, reinstall the cover
with the notch in the original
position.

Recreational Vehicle
Towing

Caution
Dolly towing or dinghy towing the
vehicle may cause damage because
of reduced ground clearance.
Always put the vehicle on a flatbed
truck or trailer.

The vehicle was neither designed nor
intended to be towed with any of its
wheels on the ground. If the vehicle
must be towed, see Towing the Vehicle
0 317.

Appearance Care

Exterior Care

Locks

Locks are lubricated at the factory.
Use a de-icing agent only when
absolutely necessary, and have the
locks greased after using. See
Recommended Fluids and Lubricants
0 337.

Washing the Vehicle

To preserve the vehicle's finish, wash
it often and out of direct sunlight.

Caution
Do not use petroleum-based, acidic,
or abrasive cleaning agents as they
can damage the vehicle's paint,
metal, or plastic parts. If damage
occurs, it would not be covered by
the vehicle warranty. Approved
cleaning products can be obtained
from your dealer. Follow all
manufacturer directions regarding
correct product usage, necessary

(Continued)

Caution (Continued)
safety precautions, and appropriate
disposal of any vehicle care
product.

Caution
Avoid using high-pressure washes
closer than 30 cm (12 in) to the
surface of the vehicle. Use of power
washers exceeding 8 274 kPa
(1,200 psi) can result in damage or
removal of paint and decals.

Caution
Some automatic car washes can
cause damage to the vehicle, wheels
and ground effects. Automatic car
washes are not recommended, due
to lack of clearance for the
undercarriage and/or wide rear tires
and wheels.

If using an automatic car wash, follow
the car wash instructions. The
windshield wiper and rear window
wiper, if equipped, must be off.
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Remove any accessories that may be
damaged or interfere with the car
wash equipment.

Rinse the vehicle well, before washing
and after, to remove all cleaning
agents completely. If they are allowed
to dry on the surface, they could stain.

Dry the finish with a soft, clean
chamois or an all-cotton towel to
avoid surface scratches and water
spotting.

Cleaning Underhood Components

Caution
Do not power wash any component
under the hood that has thise
symbol.

This could cause damage that
would not be covered by the vehicle
warranty.

Solvents or aggressive cleaners may
harm underhood components. The
usages of these chemicals should be
avoided.

Recommend water only.

A pressure washer may be used, but
care must be utilized. The following
criteria must be followed:
. Water pressure must be kept below
14 000 KPa (2,000 PSI).

. Water temperature must be below
80 °C (180 °F).

. Spray nozzle with a 40 degree wide
angle spray pattern or wider must
be used.

. Nozzle must be kept at least 30 cm
(1 ft) away from all surfaces.

Finish Care

Application of aftermarket clearcoat
sealant/wax materials is not
recommended. If painted surfaces are
damaged, see your dealer to have the
damage assessed and repaired. Foreign
materials such as calcium chloride
and other salts, ice melting agents,
road oil and tar, tree sap, bird
droppings, chemicals from industrial
chimneys, etc., can damage the
vehicle's finish if they remain on
painted surfaces. Wash the vehicle as
soon as possible. If necessary, use

non-abrasive cleaners that are marked
safe for painted surfaces to remove
foreign matter.

Occasional hand waxing or mild
polishing should be done to remove
residue from the paint finish. See your
dealer for approved cleaning products.

Do not apply waxes or polishes to
uncoated plastic, vinyl, rubber, decals,
simulated wood, or flat paint as
damage can occur.

Caution
Machine compounding or
aggressive polishing on a basecoat/
clearcoat paint finish may damage
it. Use only non-abrasive waxes and
polishes that are made for a
basecoat/clearcoat paint finish on
the vehicle.

To keep the paint finish looking new,
keep the vehicle garaged or covered
whenever possible.
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Carbon Fiber Care

Carbon fiber composite parts can be
washed and waxed like any other
parts. Use a clear or black pigmented
wax. See Composite Materials 0 203.

Protecting Exterior Bright Metal
Moldings

Caution
Failure to clean and protect the
bright metal moldings can result in
a hazy white finish or pitting. This
damage would not be covered by
the vehicle warranty.

The bright metal moldings on the
vehicle are aluminum, chrome or
stainless steel. To prevent damage
always follow these cleaning
instructions:
. Be sure the molding is cool to the
touch before applying any cleaning
solution.

. Use only approved cleaning
solutions for aluminum, chrome or
stainless steel. Some cleaners are
highly acidic or contain alkaline
substances and can damage the
moldings.

. Always dilute a concentrated
cleaner according to the
manufacturer’s instructions.

. Do not use cleaners that are not
intended for automotive use.

. Use a nonabrasive wax on the
vehicle after washing to protect and
extend the molding finish.

Cleaning Exterior Lamps/Lenses,
Emblems, Decals, and Stripes

Use only lukewarm or cold water, a
soft cloth, and a car washing soap to
clean exterior lamps, lenses, emblems,
decals, and stripes. Follow instructions
under "Washing the Vehicle"
previously in this section.

Lamp covers are made of plastic, and
some have a UV protective coating. Do
not clean or wipe them when dry.

Do not use any of the following on
lamp covers:
. Abrasive or caustic agents.
. Washer fluids and other cleaning
agents in higher concentrations
than suggested by the manufacturer.

. Solvents, alcohols, fuels, or other
harsh cleaners.

. Ice scrapers or other hard items.

. Aftermarket appearance caps or
covers while the lamps are
illuminated, due to excessive heat
generated.

Caution
Failure to clean lamps properly can
cause damage to the lamp cover
that would not be covered by the
vehicle warranty.

Caution
Using wax on low gloss black finish
stripes can increase the gloss level
and create a non-uniform finish.
Clean low gloss stripes with soap
and water only.

Air Intakes

Clear debris from the air intakes,
between the hood and windshield,
when washing the vehicle.
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Shutter System

The vehicle may have a shutter
system designed to help improve fuel
economy. Keep the shutter system
clear of debris, snow and ice. If the
check engine light is activated, please
check to see if the shutter system is
clear of debris, snow or ice.

Windshield and Wiper Blades

Clean the outside of the windshield
with glass cleaner.

Clean rubber blades using a lint-free
cloth or paper towel soaked with
windshield washer fluid or a mild
detergent. Wash the windshield
thoroughly when cleaning the blades.

Bugs, road grime, sap, and a buildup
of vehicle wash/wax treatments may
cause wiper streaking.

Replace the wiper blades if they are
worn or damaged. Damage can be
caused by extreme dusty conditions,
sand, salt, heat, sun, snow, and ice.

Weatherstrips

Apply weatherstrip lubricant on
weatherstrips to make them last
longer, seal better, and not stick or
squeak. Lubricate weatherstrips at
least once a year. Hot, dry climates
may require more frequent
application. Black marks from rubber
material on painted surfaces can be
removed by rubbing with a clean
cloth. See Recommended Fluids and
Lubricants 0 337.

Tires

Use a stiff brush with tire cleaner to
clean the tires.

Caution
Using petroleum-based tire dressing
products on the vehicle may
damage the paint finish and/or
tires. When applying a tire dressing,
always wipe off any overspray from
all painted surfaces on the vehicle.

Wheels and Wheel Trim

Use a soft, clean cloth with mild soap
and water to clean the wheels. After
rinsing thoroughly with clean water,
dry with a soft, clean towel. A wax
may then be applied.

Caution
Chrome wheels and chrome wheel
trim may be damaged if the vehicle
is not washed after driving on roads
that have been sprayed with
magnesium chloride or calcium
chloride. These are used on roads
for conditions such as dust and ice.
Always wash the chrome with soap
and water after exposure.
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Caution
To avoid surface damage on wheels
and wheel trim, do not use strong
soaps, chemicals, abrasive polishes,
cleaners, or brushes. Use only GM
approved cleaners. Do not drive the
vehicle through an automatic car
wash that uses silicon carbide tire/
wheel cleaning brushes. Damage
could occur and the repairs would
not be covered by the vehicle
warranty.

Brake System

Visually inspect brake lines and hoses
for proper hook-up, binding, leaks,
cracks, chafing, etc. Inspect disc brake
pads for wear and rotors for surface
condition. Inspect drum brake linings/
shoes for wear or cracks. Inspect all
other brake parts.

Steering, Suspension, and
Chassis Components

Visually inspect steering, suspension,
and chassis components for damaged,
loose, or missing parts or signs of
wear at least once a year.

Inspect power steering for proper
attachment, connections, binding,
leaks, cracks, chafing, etc.

Visually check constant velocity joint
boots and axle seals for leaks.

Body Component Lubrication

Lubricate all key lock cylinders, hood
hinges, liftgate hinges, and the steel
fuel door hinge, unless the
components are plastic. Applying
silicone grease on weatherstrips with a
clean cloth will make them last
longer, seal better, and not stick or
squeak.

Underbody Maintenance

At least twice a year, spring and fall,
use plain water to flush any corrosive
materials from the underbody. Take
care to thoroughly clean any areas
where mud and other debris can
collect.

Do not directly power wash the
transfer case and/or front/rear axle
output seals. High pressure water can
overcome the seals and contaminate

the fluid. Contaminated fluid will
decrease the life of the transfer case
and/or axles and should be replaced

Sheet Metal Damage

If the vehicle is damaged and requires
sheet metal repair or replacement,
make sure the body repair shop
applies anti-corrosion material to
parts repaired or replaced to restore
corrosion protection.

Original manufacturer replacement
parts will provide the corrosion
protection while maintaining the
vehicle warranty.

Finish Damage

Quickly repair minor chips and
scratches with touch-up materials
available from your dealer to avoid
corrosion. Larger areas of finish
damage can be corrected in your
dealer's body and paint shop.

Chemical Paint Spotting

Airborne pollutants can fall upon and
attack painted vehicle surfaces
causing blotchy, ring-shaped
discolorations, and small, irregular
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dark spots etched into the paint
surface. See “Finish Care” previously in
this section.

Interior Care
To prevent dirt particle abrasions,
regularly clean the vehicle's interior.
Immediately remove any soils.
Newspapers or dark garments can
transfer color to the vehicle’s interior.

Use a soft bristle brush to remove
dust from knobs and crevices on the
instrument cluster. Using a mild soap
solution, immediately remove hand
lotions, sunscreen, and insect
repellent from all interior surfaces or
permanent damage may result.

Use cleaners specifically designed for
the surfaces being cleaned to prevent
permanent damage. Apply all cleaners
directly to the cleaning cloth. Do not
spray cleaners on any switches or
controls. Remove cleaners quickly.

Before using cleaners, read and follow
all safety instructions on the label.
While cleaning the interior, open the
doors and windows to get proper
ventilation.

To prevent damage, do not clean the
interior using the following cleaners
or techniques:
. Never use a razor or any other
sharp object to remove soil from
any interior surface.

. Never use a brush with stiff bristles.

. Never rub any surface aggressively
or with too much pressure.

. Do not use laundry detergents or
dishwashing soaps with degreasers.
For liquid cleaners, use
approximately 20 drops per 3.8 L
(1 gal) of water. A concentrated
soap solution will create streaks and
attract dirt. Do not use solutions
that contain strong or caustic soap.

. Do not heavily saturate the
upholstery when cleaning.

. Do not use solvents or cleaners
containing solvents.

Interior Glass

To clean, use a terry cloth fabric
dampened with water. Wipe droplets
left behind with a clean dry cloth.
If necessary, use a commercial glass
cleaner after cleaning with plain water.

Caution
To prevent scratching, never use
abrasive cleaners on automotive
glass. Abrasive cleaners or
aggressive cleaning may damage
the rear window defogger.

Cleaning the windshield with water
during the first three to six months of
ownership will reduce tendency to fog.

Speaker Covers

Vacuum around a speaker cover
gently, so that the speaker will not be
damaged. Clean spots with water and
mild soap.

Coated Moldings

Coated moldings should be cleaned.
. When lightly soiled, wipe with a
sponge or soft, lint-free cloth
dampened with water.

. When heavily soiled, use warm
soapy water.
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Fabric/Carpet/Suede

Start by vacuuming the surface using
a soft brush attachment. If a rotating
vacuum brush attachment is being
used, only use it on the floor carpet.
Before cleaning, gently remove as
much of the soil as possible:
. Gently blot liquids with a paper
towel. Continue blotting until no
more soil can be removed.

. For solid soils, remove as much as
possible prior to vacuuming.

To clean:

1. Saturate a clean, lint-free colorfast
cloth with water. Microfiber cloth is
recommended to prevent lint
transfer to the fabric or carpet.

2. Remove excess moisture by gently
wringing until water does not drip
from the cleaning cloth.

3. Start on the outside edge of the
soil and gently rub toward the
center. Fold the cleaning cloth to a
clean area frequently to prevent
forcing the soil in to the fabric.

4. Continue gently rubbing the soiled
area until there is no longer any
color transfer from the soil to the
cleaning cloth.

5. If the soil is not completely
removed, use a mild soap solution
followed only by plain water.

If the soil is not completely removed,
it may be necessary to use a
commercial upholstery cleaner or spot
lifter. Test a small hidden area for
colorfastness before using a
commercial upholstery cleaner or spot
lifter. If ring formation occurs, clean
the entire fabric or carpet.

After cleaning, use a paper towel to
blot excess moisture.

Cleaning High Gloss Surfaces
and Vehicle Information and
Radio Displays

Use a microfiber cloth on high gloss
surfaces or vehicle displays. First, use
a soft bristle brush to remove dirt that
can scratch the surface. Then gently
clean by rubbing with a microfiber
cloth. Never use window cleaners or
solvents. Periodically hand wash the
microfiber cloth separately, using mild

soap. Do not use bleach or fabric
softener. Rinse thoroughly and air dry
before next use.

Caution
Do not attach a device with a
suction cup to the display. This may
cause damage and would not be
covered by the vehicle warranty.

Instrument Panel, Leather, Vinyl,
Other Plastic Surfaces, Low
Gloss Paint Surfaces, and
Natural Open Pore Wood
Surfaces

Use a soft microfiber cloth dampened
with water to remove dust and loose
dirt. For a more thorough cleaning,
use a soft microfiber cloth dampened
with a mild soap solution.

Caution
Soaking or saturating leather,
especially perforated leather, as well
as other interior surfaces, may
cause permanent damage. Wipe
excess moisture from these surfaces

(Continued)
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Caution (Continued)
after cleaning and allow them to
dry naturally. Never use heat,
steam, or spot removers. Do not use
cleaners that contain silicone or
wax-based products. Cleaners
containing these solvents can
permanently change the appearance
and feel of leather or soft trim, and
are not recommended.

Do not use cleaners that increase
gloss, especially on the instrument
panel. Reflected glare can decrease
visibility through the windshield
under certain conditions.

Caution
Use of air fresheners may cause
permanent damage to plastics and
painted surfaces. If an air freshener
comes in contact with any plastic
or painted surface in the vehicle,
blot immediately and clean with a
soft cloth dampened with a mild
soap solution. Damage caused by
air fresheners would not be covered
by the vehicle warranty.

Cargo Cover and
Convenience Net

If equipped, wash with warm water
and mild detergent. Do not use
chlorine bleach. Rinse with cold water,
and then dry completely.

Care of Seat Belts

Keep belts clean and dry.

{ Warning
Do not bleach or dye seat belt
webbing. It may severely weaken
the webbing. In a crash, they might
not be able to provide adequate
protection. Clean and rinse seat belt
webbing only with mild soap and
lukewarm water. Allow the webbing
to dry.

Floor Mats

{ Warning
If a floor mat is the wrong size or is
not properly installed, it can
interfere with the pedals.
Interference with the pedals can

(Continued)

Warning (Continued)

cause unintended acceleration and/
or increased stopping distance
which can cause a crash and injury.
Make sure the floor mat does not
interfere with the pedals.

Use the following guidelines for
proper floor mat usage.
. The original equipment floor mats
were designed for your vehicle.
If the floor mats need replacing, it
is recommended that GM certified
floor mats be purchased. Non-GM
floor mats may not fit properly and
may interfere with the pedals.
Always check that the floor mats do
not interfere with the pedals.

. Do not use a floor mat if the vehicle
is not equipped with a floor mat
retainer on the driver side floor.

. Use the floor mat with the correct
side up. Do not turn it over.

. Do not place anything on top of the
driver side floor mat.

. Use only a single floor mat on the
driver side.



Cadillac CT4 Owner Manual (GMNA-Localizing-MidEast-14584375) - 2021 -
CRC - 8/27/20

VEHICLE CARE 327
. Do not place one floor mat on top
of another.

The floor mats are held in place by
button-type retainers.

Removing and Replacing the
Floor Mats

1. Pull up on the rear of the floor mat
to unlock the retainers and remove.

2. Reinstall by lining up the floor mat
retainer openings over the carpet
retainers and snap into position.

3. Make sure the floor mat is properly
secured in place. Verify the floor
mat does not interfere with the
pedals.

Cleaning Rubber Floor Mats
(All-Weather Mats and Floor
Liners)

{ Warning
Do not use cleaners that contain
silicone, wax-based products,
or cleaners that increase gloss on
rubber floor mats/liners. These
cleaners can permanently change
the appearance and feel of the
rubber and can make the floor
mats/liners slippery. Your foot
could slip while operating the
vehicle, and you could lose control,
resulting in a crash. You or others
could be injured.

Use a soft cloth and/or a brush
dampened with water to remove dust
and loose dirt. For more thorough
cleaning, use a mild soap solution.
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Maintenance Records
Maintenance Records . . . . . . . . . . . . 340

General Information
Your vehicle is an important
investment. This section describes the
required maintenance for the vehicle.
Follow this schedule to help protect
against major repair expenses
resulting from neglect or inadequate
maintenance. It may also help to
maintain the value of the vehicle if it
is sold. It is the responsibility of the
owner to have all required
maintenance performed.

Your dealer has trained technicians
who can perform required
maintenance using genuine
replacement parts. They have
up-to-date tools and equipment for
fast and accurate diagnostics. Many
dealers have extended evening and
Saturday hours, courtesy
transportation, and online scheduling
to assist with service needs.

Your dealer recognizes the importance
of providing competitively priced
maintenance and repair services. With
trained technicians, the dealer is the
place for routine maintenance such as
oil changes and tire rotations and

additional maintenance items like
tires, brakes, batteries, and wiper
blades.

Caution
Damage caused by improper
maintenance can lead to costly
repairs and may not be covered by
the vehicle warranty. Maintenance
intervals, checks, inspections,
recommended fluids, and lubricants
are important to keep the vehicle in
good working condition.

Do not have chemical flushes that
are not approved by GM performed
on the vehicle. The use of flushes,
solvents, cleaners, or lubricants that
are not approved by GM could
damage the vehicle, requiring
expensive repairs that are not
covered by the vehicle warranty.

The Tire Rotation and Required
Services are the responsibility of the
vehicle owner. It is recommended to
have your dealer perform these
services every 12 000 km/7,500 mi.
Proper vehicle maintenance helps to
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keep the vehicle in good working
condition, improves fuel economy, and
reduces vehicle emissions.

Because of the way people use
vehicles, maintenance needs vary.
There may need to be more frequent
checks and services. The Additional
Required Services - Normal are for
vehicles that:
. Carry passengers and cargo within
recommended limits on the Tire
and Loading Information label. See
Vehicle Load Limits 0 200.

. Are driven on reasonable road
surfaces within legal driving limits.

. Use the recommended fuel. See
Recommended Fuel (L3B 2.7L L4
Turbo Engine) 0 262 or
Recommended Fuel (LSY 2.0L L4
Turbo Engine) 0 261.

Refer to the information in the
Maintenance Schedule Additional
Required Services - Normal chart.

The Additional Required Services -
Severe are for vehicles that are:
. Mainly driven in heavy city traffic
in hot weather.

. Mainly driven in hilly or
mountainous terrain.

. Used for high speed or competitive
driving.

. Used for taxi, police, or delivery
service.

Refer to the information in the
Maintenance Schedule Additional
Required Services - Severe chart.

{ Warning
Performing maintenance work can
be dangerous and can cause serious
injury. Perform maintenance work
only if the required information,
proper tools, and equipment are
available. If they are not, see your
dealer to have a trained technician
do the work. See Doing Your Own
Service Work 0 267.

Maintenance Schedule
Owner Checks and Services

Check the engine oil level. See Engine
Oil 0 273.

Once a Month
. Check the tire inflation pressures.
See Tire Pressure 0 303.

. Inspect the tires for wear. See Tire
Inspection 0 309.

. Check the windshield washer fluid
level. See Washer Fluid 0 284.

Engine Oil Change

Change the engine oil and filter when
the CHANGE ENGINE OIL SOON
message displays, 12 000 km
(7,500 mi), or at one year, whichever
comes first. If driven under the best
conditions, the engine oil life system
may not indicate the need for vehicle
service for up to a year. The engine oil
and filter must be changed at least
once a year and the oil life system
must be reset. Your trained dealer
technician can perform this work.
If the engine oil life system is reset
accidentally, service the vehicle within
5 000 km (3,000 mi) since the last
service. Reset the oil life system when
the oil is changed. See Engine Oil Life
System 0 275.
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Air Conditioning Desiccant
(Replace Every Seven Years)

The air conditioning system requires
maintenance every seven years. This
service requires replacement of the
desiccant to help the longevity and
efficient operation of the air
conditioning system. This service can
be complex. See your dealer.

Tire Rotation and Required
Services Every 12 000 km
(7,500 mi)

Rotate the tires, if recommended for
the vehicle, and perform the following
services. See Tire Rotation 0 309.
. Check engine oil level and oil
life percentage. If needed, change
engine oil and filter, and reset oil
life system. See Engine Oil 0 273 and
Engine Oil Life System 0 275.

. If equipped, check the air filter
life percentage. If necessary, replace
the engine air filter and reset the
engine air filter life system. See
Engine Air Filter Life System 0 276.
If the vehicle is not equipped with

the engine air filter life system,
inspect the engine air cleaner filter.
See Engine Air Cleaner/Filter 0 277.

. Inspect the engine air cleaner filter.
See Engine Air Cleaner/Filter 0 277.

. Check engine coolant level. See
Cooling System 0 278.

. Check windshield washer fluid level.
See Washer Fluid 0 284.

. Check tire inflation pressures. See
Tire Pressure 0 303.

. Inspect tire wear. See Tire Inspection
0 309.

. Visually check for fluid leaks.

. Inspect brake system. See Exterior
Care 0 319.

. Visually inspect steering,
suspension, and chassis
components for damage, including
cracks or tears in the rubber boots,
loose or missing parts, or signs of
wear at least once a year. See
Exterior Care 0 319.

. Inspect power steering for proper
attachment, connections, binding,
leaks, cracks, chafing, etc.

. Visually inspect halfshafts and
driveshafts for excessive wear,
lubricant leaks, and/or damage
including: tube dents or cracks,
constant velocity joint or universal
joint looseness, cracked or missing
boots, loose or missing boot clamps,
center bearing excessive looseness,
loose or missing fasteners, and axle
seal leaks.

. Check restraint system components.
See Safety System Check 0 45.

. Visually inspect fuel system for
damage or leaks.

. Visually inspect exhaust system and
nearby heat shields for loose or
damaged parts.

. Lubricate body components. See
Exterior Care 0 319.

. Check parking brake and automatic
transmission park mechanism. See
Park Brake and P (Park) Mechanism
Check 0 288.

. Check accelerator pedal for damage,
high effort, or binding. Replace if
needed.

. Inspect sunroof track and seal,
if equipped. See Sunroof 0 27.
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. Visually inspect the gas struts for
signs of wear, cracks, or other
damage. Check the hold open ability
of the strut. If the hold open is low,
service the gas strut. See Gas
Strut(s) 0 289.
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Maintenance Schedule
Additional Required Services -
Normal
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Rotate tires, if recommended for the vehicle, and
perform Required Services. (1) Check engine oil level
and oil life percentage. Change engine oil and filter,
if needed.
If equipped, check engine air filter life percentage
and status. Change engine air filter, if needed.

@ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @

Replace passenger compartment air filter. (2) @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @

If the vehicle is not equipped with the engine air
filter life system, replace engine air cleaner filter. (3)

@ @ @

Inspect evaporative control system. (4) @ @ @

Replace spark plugs. Inspect spark plug wires and/or
boots.

@ @

Change transfer case fluid, if equipped with
AWD. (5)

@

Change rear axle fluid, if equipped with limited slip
differential. (5)

@ @ @

Change rear axle fluid, without limited slip
differential. (5)

@

Change front axle fluid, if equipped with AWD. (5) @

Drain and fill engine cooling system. (6) @

Visually inspect accessory drive belts. (7) @

Replace brake fluid. (8)

Replace windshield wiper blades. (9) @ @ @ @ @ @ @ @ @ @

Replace air conditioning desiccant. (10)

Replace hood and/or body lift support gas
struts. (11)

@ @
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Footnotes — Maintenance Schedule
Additional Required Services -
Normal

(1) Vehicles with different size front
and rear tires do not have tire
rotation. See Tire Rotation 0 309.

(2) Or every 12 months, whichever
comes first. More frequent passenger
compartment air filter replacement
may be needed if driving in areas with
heavy traffic, poor air quality, high
dust levels, or environmental
allergens. Passenger compartment air
filter replacement may also be needed
if there is reduced airflow, window
fogging, or odors. Your GM dealer can
help determine when to replace the
filter.

(3) Or every four years, whichever
comes first. If driving in dusty
conditions, inspect the filter at each
oil change or more often as needed.
See Engine Air Cleaner/Filter 0 277.

(4) Visually check all fuel and vapor
lines and hoses for proper attachment,
connection, routing, and condition.

(5) Do not directly power wash the
transfer case and/or front/rear axle
output seals. High pressure water can
overcome the seals and contaminate
the transfer case fluid. Contaminated
fluid will decrease the life of the
transfer case and/or axles and should
be replaced.

(6) Or every five years, whichever
comes first. See Cooling System 0 278.

(7) Or every 10 years, whichever
comes first. Inspect for fraying,
excessive cracking, or damage; replace,
if needed.

(8) Replace brake fluid every five
years. See Brake Fluid 0 286.

(9) Or every 12 months, whichever
comes first. See Wiper Blade
Replacement 0 288.

(10) Replace air conditioning
desiccant every seven years.

(11) Or every 10 years, whichever
comes first. See Gas Strut(s) 0 289.
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Maintenance Schedule
Additional Required Services -
Severe
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Rotate tires, if recommended for the vehicle, and
perform Required Services. (1) Check engine oil level
and oil life percentage. Change engine oil and filter,
if needed.
If equipped, check engine air filter life percentage
and status. Change engine air filter, if needed.

@ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @

Replace passenger compartment air filter. (2) @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @ @

If the vehicle is not equipped with the engine air
filter life system, replace engine air cleaner filter. (3)

@ @ @

Inspect evaporative control system. (4) @ @ @

Replace spark plugs. Inspect spark plug wires and/or
boots.

@ @

Change automatic transmission fluid and filter. @ @ @

Change transfer case fluid, if equipped with
AWD. (5)

@ @ @

Change rear axle fluid, if equipped with limited slip
differential. (5)

@ @ @

Change rear axle fluid, without limited slip
differential. (5)

@ @

Change front axle fluid, if equipped with AWD. (5) @ @ @

Drain and fill engine cooling system. (6) @

Visually inspect accessory drive belts. (7) @

Replace brake fluid. (8)

Replace windshield wiper blades. (9) @ @ @ @ @ @ @ @ @ @



Cadillac CT4 Owner Manual (GMNA-Localizing-MidEast-14584375) - 2021 -
CRC - 8/27/20

SERVICE AND MAINTENANCE 335

Maintenance Schedule
Additional Required Services -
Severe
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Replace air conditioning desiccant. (10)

Replace hood and/or body lift support gas
struts. (11)

@ @

Footnotes — Maintenance Schedule
Additional Required Services -
Severe

(1) Vehicles with different size front
and rear tires do not have tire
rotation. See Tire Rotation 0 309.

(2) Or every 12 months, whichever
comes first. More frequent passenger
compartment air filter replacement
may be needed if driving in areas with
heavy traffic, poor air quality, high
dust levels, or environmental
allergens. Passenger compartment air
filter replacement may also be needed
if there is reduced airflow, window

fogging, or odors. Your GM dealer can
help determine when to replace the
filter.

(3) Or every four years, whichever
comes first. If driving in dusty
conditions, inspect the filter at each
oil change or more often as needed.
See Engine Air Cleaner/Filter 0 277.

(4) Visually check all fuel and vapor
lines and hoses for proper attachment,
connection, routing, and condition.

(5) Do not directly power wash the
transfer case and/or front/rear axle
output seals. High pressure water can
overcome the seals and contaminate
the transfer case fluid. Contaminated

fluid will decrease the life of the
transfer case and/or axles and should
be replaced.

(6) Or every five years, whichever
comes first. See Cooling System 0 278.

(7) Or every 10 years, whichever
comes first. Inspect for fraying,
excessive cracking, or damage; replace,
if needed.

(8) Replace brake fluid every five
years. See Brake Fluid 0 286.

(9) Or every 12 months, whichever
comes first. See Wiper Blade
Replacement 0 288.



Cadillac CT4 Owner Manual (GMNA-Localizing-MidEast-14584375) - 2021 -
CRC - 8/27/20

336 SERVICE AND MAINTENANCE

(10) Replace air conditioning
desiccant every seven years.

(11) Or every 10 years, whichever
comes first. See Gas Strut(s). See Gas
Strut(s) 0 289.
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Recommended Fluids, Lubricants, and Parts

Recommended Fluids and Lubricants
Fluids and lubricants identified below by name or specification, including fluids or lubricants not listed here, can be
obtained from your dealer.

Usage Fluid/Lubricant

Automatic Transmission (8-Speed
Transmission)

DEXRON-HP Automatic Transmission Fluid.

Automatic Transmission (10-Speed
Transmission)

DEXRON ULV Automatic Transmission Fluid.

Chassis Lubrication Chassis lubricant meeting requirements of NLGI #2, Category LB or GC-LB.

Engine Coolant 50/50 mixture of clean, drinkable water and use only DEX-COOL Coolant. See
Cooling System 0 278.

Engine Oil Engine oil meeting the dexos1 specification of the proper SAE viscosity grade.
ACDelco dexos1 full synthetic is recommended. See Engine Oil 0 273.

Hood Latch Assembly, Secondary Latch,
Pivots, Spring Anchor, and Release Pawl

Lubriplate Lubricant Aerosol or lubricant meeting requirements of NLGI #2,
Category LB or GC-LB.

Hydraulic Brake System DOT 4 Hydraulic Brake Fluid.

Key Lock Cylinders, Hood and Door
Hinges

Multi-Purpose Lubricant, Superlube. See your dealer.

Rear Axle/Front Axle (All-Wheel Drive) See your dealer.

Transfer Case (All-Wheel Drive) Transfer Case Fluid. See your dealer.
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Usage Fluid/Lubricant

Windshield Washer Automotive windshield washer fluid that meets regional freeze protection
requirements.

Maintenance Replacement Parts
Replacement parts identified below by name, part number, or specification can be obtained from your dealer.

Part GM Part Number ACDelco Part Number

Engine Air Cleaner/Filter

I2.0L L4 Engine

84498926 A3245C

I2.7L L4 Engine

84498926 A3245C

Engine Oil Filter

I2.0L L4 engine

55495105 PF66

I2.7L L4 engine

55495105 PF66

Passenger Compartment Air Filter

IParticulate

13508023 CF185
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Part GM Part Number ACDelco Part Number

ICarbon

23195727 CF184

Spark Plugs

I2.0L L4 engine

55504354 41–103–IP

I2.7L L4 engine

12688094 41–106–IP

Wiper Blades

IDriver Side – 55 cm (22 in)

84613732 —

IPassenger Side – 45 cm (18 in)

84574892 —
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Maintenance Records
After the scheduled services are performed, record the date, odometer reading, who performed the service, and the type of
services performed in the boxes provided. Retain all maintenance receipts.

Date Odometer
Reading Serviced By Maintenance Stamp Services Performed
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Technical Data
Vehicle Identification
Vehicle Identification
Number (VIN) . . . . . . . . . . . . . . . . . . . 341

Service Parts Identification . . . . . . 341

Vehicle Data
Capacities and Specifications . . . . 342
Engine Drive Belt Routing . . . . . . . 345

Vehicle Identification

Vehicle Identification
Number (VIN)

This legal identifier is in the front
corner of the instrument panel, on the
driver side of the vehicle. It can be
seen through the windshield from
outside. The Vehicle Identification
Number (VIN) also appears on the
Vehicle Certification label and
certificates of title and registration.

Engine Identification

The eighth character in the VIN is the
engine code. This code identifies the
vehicle's engine, specifications, and
replacement parts. See “Engine
Specifications” under Capacities and
Specifications 0 342 for the vehicle's
engine code.

Service Parts Identification
There may be a large barcode on the
certification label on the center pillar
that you can scan for the following
information:
. Vehicle Identification Number (VIN)
. Model designation
. Paint information
. Production options

If there is not a large barcode on this
label, then you will find this same
information on a label inside of the
trunk.
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Vehicle Data

Capacities and Specifications

Application
Capacities

Metric English

Air Conditioning Refrigerant For the air conditioning system refrigerant type and
charge amount, see the refrigerant label under the

hood. See your dealer for more information.

Engine Cooling System*

I2.0L L4 engine

11.0 L 11.6 qt

I2.7L L4 engine

13.0 L 13.7 qt

Engine Oil with Filter

I2.0L L4 engine

5.0 L 5.3 qt

I2.7L L4 engine

5.7 L 6.0 qt

Fuel Tank 66.0 L 17.5 gal

Transfer Case – AWD 0.78 L 0.8 qt

Front Axle – AWD 0.4 L 0.42 qt
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Application
Capacities

Metric English

Rear Axle

IOpen Differential - Small

0.75 L 0.79 qt

IOpen Differential - Large

1.0 L 1.0 qt

IMechanical Limited Slip

1.0 L 1.0 qt

Wheel Nut Torque 140Y 100 lb ft

All capacities are approximate. When adding, be sure to fill to the approximate level, as recommended in this manual.
Recheck fluid level after filling.

*Engine cooling system capacity values are based on the entire cooling system and its components.

Engine Specifications

Engine VIN Code Horsepower Torque Spark Plug Gap

2.0L L4 Turbo
Engine (LSY)

K 177 kW (237 hp) @
5000 rpm

350Y (258 lb ft) @
1500–4000 rpm

0.65–0.75 mm (0.026–
0.030 in)

2.7L L4 Turbo
Engine (L3B)

L 232 kW (310 hp) @
5600 rpm

472Y (348 lb ft) @
1500–4000 rpm

0.65–0.75 mm (0.026–
0.030 in)
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Engine Specifications (cont'd)

Engine VIN Code Horsepower Torque Spark Plug Gap

Spark plug gaps are preset by the manufacturer. Re-gapping the spark plug is not recommended and can damage the
spark plug.

The horsepower and torque values for the 2.0L L4 engine are based on RON98 petrol (premium).

Vehicle Top Speed

Engine Metric English

2.0L L4 Turbo Engine (LSY) 233 km/h 145 mph

2.7L L4 Turbo Engine (L3B) 264 km/h 164 mph
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Engine Drive Belt Routing

2.0L L4 Engine (LSY)

2.7L L4 Engine (L3B)
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Customer
Information
Customer Information
Declaration of Conformity . . . . . . . 346

Vehicle Data Recording and
Privacy
Vehicle Data Recording and
Privacy . . . . . . . . . . . . . . . . . . . . . . . . . . . 348

Cybersecurity . . . . . . . . . . . . . . . . . . . . . 348
Event Data Recorders . . . . . . . . . . . . 348
Infotainment System . . . . . . . . . . . . . 349

Customer Information

Declaration of Conformity

Radio Frequency Devices

Nigeria

Connection and use of this
communications equipment is
permitted by the Nigerian
Communications Commission.

Side Blind Zone Alert and Rear
Cross Traffic Alert

Following are country-specific
declarations of conformity for the Side
Blind Zone Alert system.

Jordan

TRC No. T/4/11/11/1213

Oman

United Arab Emirates (UAE)

Forward Collision Alert and
Adaptive Cruise Control

Jordan

TRC No. TRC/LPD/2019/197

Oman

Morocco

Approved by Morocco

Approval number: MR 17505
ANRT 2018

Approval date: 2018–09–14
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United Arab Emirates (UAE)

Rear Collision Mitigation

Jordan

TRC No. TRC/LPD/2019/203

Oman

Morocco

Approved by Morocco

Approval number: MR 17873
ANRT 2018

Approval date: 2018–11–02

United Arab Emirates (UAE)

Remote Key

Jordan

TRC No. TRC/SS/2018/373

Oman

United Arab Emirates (UAE)

Tire Pressure Monitoring Sensor

Jordan

TRC/LPD/2019/226

Oman

United Arab Emirates

Morocco

Approved by Morocco

Approval number: MR 19743
ANRT 2019

Approval date: 2019_05_13
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Vehicle Data Recording
and Privacy
The vehicle has a number of
computers that record information
about the vehicle’s performance and
how it is driven or used. For example,
the vehicle uses computer modules to
monitor and control engine and
transmission performance, to monitor
the conditions for airbag deployment
and deploy them in a crash, and,
if equipped, to provide antilock
braking to help the driver control the
vehicle. These modules may store data
to help the dealer technician service
the vehicle or to help GM improve
safety or features. Some modules may
also store data about how the vehicle
is operated, such as rate of fuel
consumption or average speed. These
modules may retain personal
preferences, such as radio presets, seat
positions, and temperature settings.

Cybersecurity
GM collects information about the use
of your vehicle including operational
and safety related information. We

collect this information to provide,
evaluate, improve, and troubleshoot
our products and services and to
develop new products and services.
The protection of vehicle electronics
systems and customer data from
unauthorized outside electronic access
or control is important to GM. GM
maintains appropriate security
standards, practices, guidelines and
controls aimed at defending the
vehicle and the vehicle service
ecosystem against unauthorized
electronic access, detecting possible
malicious activity in related networks,
and responding to suspected
cybersecurity incidents in a timely,
coordinated and effective manner.
Security incidents could impact your
safety or compromise your private
data. To minimize security risks,
please do not connect your vehicle
electronic systems to unauthorized
devices or connect your vehicle to any
unknown or untrusted networks (such
as Bluetooth, WIFI or similar
technology). In the event you suspect
any security incident impacting your

data or the safe operation of your
vehicle, please stop operating your
vehicle and contact your dealer.

Event Data Recorders
This vehicle is equipped with an event
data recorder (EDR). The main
purpose of an EDR is to record, in
certain crash or near crash-like
situations, such as an airbag
deployment or hitting a road obstacle,
data that will assist in understanding
how a vehicle's systems performed.
The EDR is designed to record data
related to vehicle dynamics and safety
systems for a short period of time,
typically 30 seconds or less. The EDR
in this vehicle is designed to record
such data as:
. How various systems in your
vehicle were operating.

. Whether or not the driver and
passenger safety belts were buckled/
fastened;

. How far (if at all) the driver was
depressing the accelerator and/or
brake pedal; and

. How fast the vehicle was traveling.
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These data can help provide a better
understanding of the circumstances in
which crashes and injuries occur.

Note
EDR data are recorded by your vehicle
only if a non-trivial crash situation
occurs. No data are recorded by the
EDR under normal driving conditions
and no personal data (e.g., name,
gender, age, and crash location) are
recorded. However, other parties, such
as law enforcement, could combine
the EDR data with the type of
personally identifying data routinely
acquired during a crash investigation.

To read data recorded by an EDR,
special equipment is required, and
access to the vehicle or the EDR is
needed. In addition to the vehicle
manufacturer, other parties, such as
law enforcement, that have the special
equipment, can read the information
if they have access to the vehicle or
the EDR.

GM will not access these data or share
it with others except: with the consent
of the vehicle owner or, if the vehicle
is leased, with the consent of the
lessee; in response to an official

request of police or similar
government office; as part of GM's
defense of litigation; or, as required by
law. Data that GM collects or receives
may also be used for GM research
needs or may be made available to
others for research purposes, where a
need is shown and the data is not tied
to a specific vehicle or vehicle owner.

Infotainment System
If the vehicle is equipped with a
navigation system as part of the
infotainment system, use of the
system may result in the storage of
destinations, addresses, telephone
numbers, and other trip information.
See the infotainment section for
information on stored data and for
deletion instructions.
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OnStar
OnStar Overview
OnStar Overview . . . . . . . . . . . . . . . . . . 350

OnStar Services
Emergency . . . . . . . . . . . . . . . . . . . . . . . . 351
Security . . . . . . . . . . . . . . . . . . . . . . . . . . . 352

OnStar Additional Information
OnStar Additional
Information . . . . . . . . . . . . . . . . . . . . . 352

OnStar Overview

! Privacy Button

| Blue OnStar Button

U Red Emergency Button

This vehicle may be equipped with a
comprehensive, in-vehicle system that
can connect to an OnStar Advisor for
Emergency, Security, Navigation,
Connections, and Diagnostics Services.
OnStar and connected services may
require a paid service plan and data
plan. OnStar requires the vehicle
battery and electrical system, cellular
service, and GPS satellite signals to be
available and operating. OnStar acts as
a link to existing emergency service
providers. OnStar may collect
information about you and your
vehicle, including location
information. See OnStar User Terms,
Privacy Statement, and Software

Terms for more details including
system limitations at
my.cadillacarabia.com.

The OnStar system status light is next
to the OnStar buttons. If the status
light is:
. Solid Green: System is ready.
. Flashing Green: On a call.
. Red: Indicates a problem.

. Off: System is off. Press | twice to
speak with an OnStar Advisor.

Press | to speak to an Advisor. See
"Contacting OnStar" later in this
section.

Functionality of the Voice Command
button may vary by vehicle and
region.

Press | to:
. Open the OnStar app on the
infotainment display.

Or
. Obtain and customize the Wi-Fi
hotspot name or SSID and
password, if equipped.
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Press | to connect to an Advisor to:
. Verify account information or
update contact information.

. Receive a Diagnostic check of the
vehicle's key operating systems.

. Receive Roadside Service.

. Manage Wi-Fi Settings, if equipped.

PressU to get a priority connection
to an OnStar Advisor available 24/7 to:
. Get help for an emergency.
. Be a Good Citizen.
. Get assistance in severe weather
and find evacuation routes.

Contacting OnStar
To contact an OnStar Advisor, press | or call one of the following phone
numbers.

Country Phone Number

Bahrain 80006956

Kuwait 22285334

UAE 800 04444433

Saudi Arabia STC 800 8449102

Saudi Arabia not STC 800 8500674

OnStar Services

Emergency
Emergency Services require an active
safety and security plan. With
Automatic Crash Response, built-in
sensors can automatically alert a
specially trained OnStar Advisor who
is immediately connected in to the
vehicle to help.

PressU for a priority connection to
an OnStar Advisor who can contact
emergency service providers, direct
them to your exact location, and relay
important information.

With Roadside Assistance, Advisors
can locate a nearby service provider to
help with a flat tire, a battery jump,
or an empty gas tank.
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Security
If equipped, OnStar provides these
services:
. With Stolen Vehicle Assistance,
OnStar Advisors can use GPS to
pinpoint the vehicle and help
authorities quickly recover it.

. With Remote Ignition Block,
if equipped, OnStar can block the
engine from being restarted.

. With Stolen Vehicle Slowdown,
if equipped, OnStar can work with
law enforcement to gradually slow
the vehicle down.

Theft Alarm Notification

If equipped, if the doors are locked
and the vehicle alarm sounds, a
notification by text, e-mail, or phone
call will be sent. If the vehicle is
stolen, an OnStar Advisor can work
with authorities to recover the vehicle.

OnStar Additional
Information
Transferring Service

Press | to request account transfer
eligibility information. The Advisor
can cancel or change account
information.

Selling/Transferring the Vehicle

Call immediately to terminate your
OnStar or connected services if the
vehicle is disposed of, sold,
transferred, or if the lease ends. See
“Contacting OnStar” later in this
section.

Reactivation for Subsequent
Owners

Press | and follow the prompts to
speak to an Advisor as soon as
possible. The Advisor will update
vehicle records and explain OnStar or
connected service options.

How OnStar Service Works

Automatic Crash Response,
Emergency Services, Stolen Vehicle
Assistance, Remote Services, and
Roadside Service are available on most
vehicles. Not all OnStar services are
available everywhere or on all
vehicles. For more information, a full
description of OnStar services, system
limitations, and OnStar User Terms,
Privacy Statement, and Software
Terms. See “Contacting OnStar” later
in this section.
. See my.cadillacarabia.com.

. Press | to speak with an Advisor.

OnStar or connected services cannot
work unless the vehicle is in a place
where OnStar has an agreement with
a wireless service provider for service
in that area. The wireless service
provider must also have coverage,
network capacity, reception, and
technology compatible with OnStar or
connected services. Service involving
location information about the vehicle
cannot work unless GPS signals are
available, unobstructed, and
compatible with the OnStar hardware.
OnStar or connected services may not
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work if the OnStar equipment is not
properly installed or it has not been
properly maintained. If equipment or
software is added, connected,
or modified, OnStar or connected
services may not work. Other
problems beyond the control of
OnStar — such as hills, tall buildings,
tunnels, weather, electrical system
design and architecture of the vehicle,
damage to the vehicle in a crash,
or wireless phone network congestion
or jamming — may prevent service.

OnStar Personal Identification
Number (PIN)

A PIN is needed to access some
OnStar services. The PIN will need to
be changed the first time when
speaking with an Advisor. To change
the OnStar PIN, contact an OnStar
Advisor by pressing | or calling. See
“Contacting OnStar” later in this
section.

Warranty

OnStar equipment may be warranted
as part of the vehicle warranty.

Languages

The vehicle can be programmed to
respond in multiple languages. Press
| and ask for an Advisor. Advisors
are available in English and Arabic.
Available languages may vary by
vehicle.

Potential Issues

OnStar cannot perform Remote Door
Unlock or Stolen Vehicle Assistance
after the vehicle has been off
continuously for 10 days without an
ignition cycle. If the vehicle has not
been started for 10 days, OnStar can
contact Roadside Service or a
locksmith to help gain access to the
vehicle.

Global Positioning System (GPS)
. Obstruction of the GPS can occur in
a large city with tall buildings; in
parking garages; around airports; in
tunnels and underpasses; or in an
area with very dense trees. If GPS
signals are not available, the OnStar
system should still operate to call
OnStar. However, OnStar could have
difficulty identifying the exact
location.

. In emergency situations, OnStar can
use the last stored GPS location to
send to emergency responders.

Cellular and GPS Antennas

Cellular reception is required for
OnStar to send remote signals to the
vehicle. Do not place items over or
near the antenna to prevent blocking
cellular and GPS signal reception.

Unable to Connect to OnStar
Message

If there is limited cellular coverage or
the cellular network has reached
maximum capacity, this message may
come on. Press | to try the call again
or try again after driving a few miles
into another cellular area.

Vehicle and Power Issues

OnStar services require a vehicle
electrical system, wireless service, and
GPS satellite technologies to be
available and operating for features to
function properly. These systems may
not operate if the battery is
discharged or disconnected.
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Add-on Electrical Equipment

The OnStar system is integrated into
the electrical architecture of the
vehicle. Do not add any electrical
equipment. See Add-On Electrical
Equipment 0 265. Added electrical
equipment may interfere with the
operation of the OnStar system and
cause it to not operate.

Vehicle Software Updates

OnStar or GM may remotely deliver
software updates or changes to the
vehicle without further notice or
consent. These updates or changes
may enhance or maintain safety,
security, or the operation of the
vehicle or the vehicle systems.
Software updates or changes may
affect or erase data or settings that
are stored in the vehicle, such as
saved navigation destinations or
pre-set radio stations. Neither OnStar
nor GM is responsible for any affected
or erased data or settings. These
updates or changes may also collect
personal information. Such collection
is described in the OnStar privacy
statement or separately disclosed at
the time of installation. These updates

or changes may also cause a system to
automatically communicate with GM
servers to collect information about
vehicle system status, identify
whether updates or changes are
available, or deliver updates or
changes. An active OnStar agreement
constitutes consent to these software
updates or changes and agreement
that either OnStar or GM may
remotely deliver them to the vehicle.

Privacy

The complete OnStar Privacy
Statement may be found at
my.cadillacarabia.com. We recommend
that you review it. If you have any
questions, call or press | to speak
with an Advisor. Users of wireless
communications are cautioned that
the privacy of any information sent
via wireless cellular communications
cannot be assured. Third parties may
unlawfully intercept or access
transmissions and private
communications without consent.

OnStar - Software
Acknowledgements

To obtain the source code under GPL,
LGPL, MPL, and other open source
licenses, that is contained in this
product, please visit http://
opensource.lge.com. In addition to the
source code, all referred license terms,
warranty disclaimers, and copyright
notices are available for download.
This offer is valid for a period of three
years after our last shipment of this
product. This offer is valid to anyone
in receipt of this information.

*Provided through LG Electronics Inc.,
who is solely responsible for
provisions of related OSS compliance.
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Contacting OnStar
To contact an OnStar Advisor, press | or call one of the following phone
numbers.

Country Phone Number

Bahrain 80006956

Kuwait 22285334

UAE 800 04444433

Saudi Arabia STC 800 8449102

Saudi Arabia not STC 800 8500674
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Index A
Accessories and Modifications . . . . . 267
Accessory Power . . . . . . . . . . . . . . . . . . . . 207
Adaptive Cruise Control . . . . . . . . . . . . 235
Add-On Electrical Equipment . . . . . . 265
Additional Information
OnStar . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 352

Adjustments
Lumbar, Front Seats . . . . . . . . . . . . . . . 31
Thigh Support . . . . . . . . . . . . . . . . . . . . . 32

Agreements
Trademarks and License . . . . . . . . . 175

Air Cleaner/Filter, Engine . . . . . . . . . . 277
Air Conditioning . . . . . . . . . . . . . . . . . . . . 182
Air Filter
Life System . . . . . . . . . . . . . . . . . . . . . . . . 276

Air Filter, Passenger
Compartment . . . . . . . . . . . . . . . . . . . . . 187

Air Vents . . . . . . . . . . . . . . . . . . . . . . . . . . . . 186
Airbag System
Check . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 57
How Does an Airbag Restrain? . . . . 50
Passenger Sensing System . . . . . . . . 52
What Makes an Airbag
Inflate? . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50

What Will You See after an
Airbag Inflates? . . . . . . . . . . . . . . . . . . 51

Airbag System (cont'd)
When Should an Airbag
Inflate? . . . . . . . . . . . . . . . . . . . . . . . . . . . . 49
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